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THIS is the mark of The CUTLER-HAMMER 
Mfg. Co. It will help you sell the products 
listed on the pages of this Catalog. 
(![ This mark is stamped on all Cutler-Hammer 
products and on all cartons, boxes, and labels 
containing them. 

fl[ All Cutler-Hammer advertisements naturally 
display this mark prominently. These advertise- 
ments tell the public that any product manu- 
factured by Cutler-Hammer must be uniformly 
good in workmanship and wearing qualities be- 
fore it is permitted to carry the famous C-H 
trade-mark. 

(( The cartons and boxes on your shelves and 
counter displaying this mark, serve as an instant 
tie-up to this advertising. The attractive blue 
and orange colors make it easily remembered 
and recognized. 

(( Let this mark help your sales. Display it al- 
ways as constantly and as prominently as you 
can. 

k r 
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Introduction 



IN an effort to make merchandising simpler and less expensive for the whole- 
saler, the contractor-dealer, and the dealer, the Cutler-HamMER organi- 
zation is continually trying to simplify and standardize its products, and 
still supply a line complete enough to meet every wiring device demand. 



■ □ □ - 



C-H Products Profitable 

New items are constantly being created by our 
Development Department. Before a new item is offered 
to the Trade, the Development Department, consisting 
of a corps of expert engineers and merchandisers have 
studied it thoroughly. You may be sure, therefore, 
that every item listed is not only mechanically and 
electrically perfect, but that it may be readily sold. 

As proof of this we cite the many items which Cutler- 
Hammer developed and for which they created a wide 
market to the profit of their wholesalers. The famous 
No. 70-50 Feed-Thru Switch is an outstanding example 
of this. The Push and Pull Appliance Switch and the 
Side Button Pendent Switch are other items which 
were first developed and marketed by Cutler-Hammer. 
There are literally scores of others. 

Our Own Moulded Products Dept. 

Consistent with the desire to oversee and control 
every part of C-H products, we have our own Moulded 
Products Dept., where Thermoplax was developed and 
is now used exclusively in C-H products. 

Thermoplax is cold-moulded, takes a high polish, 
and does not warp, shrink, expand or soften when 
subjected to high temperature. It is waterproof and 
highly resistant to atmospheric agents. 

Packing 

C-H products are packed in two types of packages. 
For the wholesaler, contractor-dealer and dealer, they 
are packed in unit and standard packages properly label- 
ed and very often in attractive counter display boxes. 
For manufacturers, C-H products are packed in bulk, 
in the quantity most convenient for proper handling. 
Trays and partitions are liberally used to make stock 
keeping and counting easy. Manufacturing problems 
have been kept in mind and such items as the Two- 
Piece Attachment Plugs are packed with the caps and 
bases separated. This enables the caps to be sent to the 
Wiring Department and the bases to the Final Assem- 
bly or Inspection Department, thus helping to keep 
down manufacturing costs. 

Inspection 

Every possible precaution is used by the manufac- 
turing department to furnish products that are withoiat 



defect. Each part passes rigid inapection, both for 
materials and workmanship. 

Guarantee 

All Cutler-Hammer products are guaranteed me- 
chanically and electrically perfect. We will gladly 
replace items in which any defects show up in use or 
otherwise adjust matters to our customers' satisfaction. 

Return Goods and Claims 

If, for any reason, it is desired to return goods, 
please notify us first and obtain our permission. We 
will not accept shipments made without our knowl- 
edge. 

Claims should be handled the same way. Write us 
before deducting items from invoices. We are always 
willing to adjust matters if given the opportunity 
but cannot allow claims made without our permission. 

Finishes 

The standard finish of all metal parts is specified 
under the listing of each item. Special finishes which 
can be supphed are listed on page X. In the absence 
of a specified special finish, standard finish will be 
furnished. 

Merchandise Grouped for 
Easy Reference 

To make this catalog simpler, we have grouped 

the merchandise as follows: 

Sockets Section A 

Plugs and Connectors Section B 

Receptacles Section C 

Switches Section D 

Plates Section E 

Heating Section F 

Thus, all hke items, such as switches, are together 

and can be readily found. 

Branch Offices 

A complete hst of branch offices and sales repre- 
sentatives is found on the title page of this catalog. 
These offices are maintained for the convenience of 
customers and distributors. When special information 
on C-H products or information on orders is necessary, 
it will be obtained most promptly by getting in touch 
with the nearest office. 
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Where to find it 



Section 



Page 



Index to Catalog Numbers IV-V 

Conduit Fitting Tables VI to IX 

Special Finishes X 

A— SOCKETS 

Brass Shell 1 & 2 

Brass SheU Pull Switch Body 1 

Candle 5 

Candle — Intermediate Base 5 

Electrolier 2 

Mogul 4 

Porcelain 3 

Shade Holders 2 

Weatherproof 4 



B— PLUGS AND CONNECTORS 

Cord Connectors 

"Standard" Interchangeable — 2 and 3 Wire. . 2 
Pony Type 3 

Plugs and Caps 

Econo 1 

Dreadnaught 1 

"Standard" 1 

Cord-Grip Cap 2 

Polarity Cap 1 

Rubber Cap 2 

Tandem Cap 1 

3 Wire Caps C. Section, Page 4 

Motor Plugs 

"Standard" Interchangeable 2 

Pony Type 3 



Section 



Page 



C— RECEPTACLES 



Flush Typo— Moulded 1 

Flush Type — Porcelain — With Round Plates . 2 

Porcelain — Cleat Type 6 

Porcelain — Intermediate — Cleat Type 6 

Porcelain — Concealed Type 6 

Porcelain — One Piece 5 

Porcelain — Pull 5 

Porcelain — Screw Ring 5 

Porcelain — Weatherproof Outlet Box Type ... 6 

Ro.settes — Porcelain, Pony Size 5 

Sign Receptacle — Porcelain — Intermediate 

Base 5 

Surface Receptacles 3 

Outlet Box Receptacle 2 

Warning Light Receptacle 2 

3-Wire Receptacles and Caps 4 

Adapters (Standard-to-Edison) with Cur- 
rent Tap 2 



D— SWITCHES 

Appliance 9 & 10 

Automobile Lighting(Special Features) 11 

" — Automatic Door 12 

" —Heavy Duty, Push-pull, One-hole. . .12 

" — Heavy Duty, Toggle 13 

" —Slide Button 12 

" —Standard, Push-pull 13 

" —Toggle 13 

" —Toggle, one-hole 12 

" —Toggle, shallow 12 

Canopy 4 

Combination Pendent & Receptacle 10 

Combination Flush Switch and Receptacle 2 

Door Switches 2 

Feed Through 9&10 

Flush Switches — Push-button and Toggle 

Types 1&2 

Lock Switches 1 

Pendent — Brass Shell 5 

Pendent — Porcelain 5 

Pony Toggle 5 

Pull Switch Body, Brass Shell, A Section, Page 1 

Radio Switch — Heavy Duty 6 

Radio Switch — Toggle 6 

Remote Control Lighting 14 & 15 

Seventy-Fifty 9 

Surface Switches — Toggle 3 

Switch Plug 10 

Safety Switch-Box — (Thermostatic Overload) 6 

Three-Heat 9 

Toggle Switches 1,2&3 

Tool Handle 8 

Utility 4, 6 & 7 



E— FLUSH PLATES 

For Flusli Switches D-2 & E-1 

For Pony Toggle Switches D-5 

For Flush Receptacles C-2, C-4 & E-1 

For "Standard" Auto Lighting 

Switches D-12 & D-13 



F— HEATING 

Space Heaters. 
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Catalog Number Index 



Catalog Seotiou 
Number and Page 

3357 F-1 

3358 F-1 

7000 D-5 

7007 D-5 

7010 D-5 

7034 D-8 

7037 D-8 

7039 D-8 

7040 D-9 

7044 D-9 

7050 D-9 

7051 D-10 

7053 D-10 

" 7059 D-8 

7060 D 14 

7061 D-14 

7062 D-14 

7063 D-14 

7064 D-14 

7065 D-14 

7066 D-14 

7067 D-14 

7076 E-1 

7106 D-12 

7115 D-12 

7116 D-12 

7117 D-7 

7118 D-9 

7119 D-7 

t7125 D-4 

t7126 D-4 

t7127 D-4 

t7128 D-4 

t7129 D-4 

t7130 D-4 

7133 D-12 

7135 D-6 

7136 D-12 

7140 D-6 

7143 D-4 

7144 D-4 

7149 D-4 

7160 D-13 

7161 D-13 

7162 D-13 

7163 D-13 

7164 D-13 

7170 D-13 

7172 D-13 

7173 D-13 

7174 D-13 

7191 D-13 

7195 D-12 

7210 D-5 

7211 E-1 

7214 D-5 

7216 D-5 

7222 D-3 

7223 D-3 

7224 D-3 

7225 D-3 

7226 D-3 

7227 D-3 

7228 D-5 

t7230 D-3 

t7231 D-3 

7232 D-3 

7234 D-3 

7235 D-3 

7237 D-3 

7240 D-2 



Catalog 
Number 

7241 . . . 

7245. .. 

7246. . . 

7251. . . 

7253 . . . 

7261. . . 

7262. . . 

7263. . . 
t7264... 

7267 . . . 

7268 . . . 

7269 . . . 

7270. .. 
t72S6... 
t7291... 
t7292... 
t7293... 
t7294... 
17295.. . 
t7296.. . 
t7297.. . 
t7298. . . 
t7299... 

7300. . . 
t7320... 
t7321 . . . 
t7322. . . 
t7323... 
t7324... 
t7325... 
t7326... 
t7327... 
t7328... 
t7329... 
t7335... 
t7336... 

7400. . . 

7412. . . 

7413. .. 

7414. .. 
7415. .. 
7416. . . 

t7417. 
t7418. 



Section 
and Page 

D-2 

D-2 

D-2 

D-1 

D-1 

D-1 

D-1 

D-1 

.... D-1 

E-1 

E-1 

E-1 

D-6 

.... D-1 
.... D-1 
.... D-1 
.... D-1 

D-1 

D-1 

D-2 

D-2 

D-2 

D-2 

A-1 

A-2 

A-2 

A-2 

A-2 

A-4 

A-2 

A-2 

A-2 

A-2 

A-2 

A-2 

A-2 

A-3 

A-3 

A-3 

A-3 

A-3 

A-3 

A-3 

A-3 



7426K2 A-3 

7426K3 A-3 

7426K5 A-3 

7427K2 A-3 

7427K3 A-3 

7427K5 A-3 

7428K2 A-3 

7428K3 A-3 

7428K5 A-3 

7429K2 A-3 

7429K3 A-3 

7429K5 A-3 

t7440 A-4 

17441 A-4 

17445 C-6 

t7449 C-6 

t7450 C-6 

t7451 C-6 

t7453 C-6 

t7454 C-6 

t7456 C-6 

17457 C-6 

t7458 C-6 

t7459 C-6 

7460 D-12 

7461 D-12 

7462 D-12 



Section 
and Page 

D-12 

D-12 

A-2 

A-2 

A-2 

A-2 

A-1 



Catalog 
Number 

7463 

7470 

t7495 

t7496 

t7497 

t7498 

7500K4 

7500K5 A-1 

7500K7 A-1 

7501K2 A-1 

7501K3 A-1 

7501 K5 A-1 

7502K2 A-1 

7502K3 A-1 

7502K5 A-1 

7503K2 A-1 

7503K3 A-1 

7503K5 A-1 

7520 A-1 

7521 A-1 

7522 A-1 

t7523 A-2 

t7524 A-2 

t7536 A-2 

t7537 A-2 

t7538 A-2 

t7570 A-4 

t7573 A-4 

t7574 A-4 

t7576 A-4 

t7577 A-4 

t7578 A-4 

t7579 A-4 

7580 A-5 

7581 A-5 

7582 A-5 

7585 A-5 

7586 A-5 

7587 A-5 

7588 A-5 

t7595 A-5 

t7596 A-5 

t7612 E-1 

t7613 E-1 

t7632 E-1 

t7633 E-1 

7641 E-1 

7644 E-1 

7649 E-1 

t7657 C-4& E-1 

t7658 C-4& E-1 

t7659 C-4 

t7660 B-2 & C-4 

17661 C-4 

17662 C-4 

7663 C-4 

7665 C-4 

t7666 C-4 

t7667 C-4 

t7668 B-2 

t7669 B-2 

7680 B-2 

7681 B-2 

7682 B-2 

7683 B-2 

t7684 B-2 

7690 B-1 

7691 B-1 

7692 B-1 

7694 B-1 

7695 . ..B-1 



Catalog Section 
Number and Page 

7696 B-1 

7697 B-1 

7700 B-1 

7701 B-1 

7702 B-1 

7703 B-1 

7704 B-1 

7713 C-S 

7716 B-1 

7717 C-3 

7722 E-1 

7730 . .C-3 

7733 C-2 

7736 C-2 

7740 C-3 

7750 B-2 

7752 B-2 

7755..* B-2 

7757 B-2 

7766 C-3 

7774 C-3 

t7784 B-2 

7786 C-2 

7787 C-2 

7788 B-1 

7789 B-1 

7790 B-1 

t7800 C-5 

t7801 C-5 

t7802 C-5 

t7803 C-5 

t7804 C-5 

t7805 C-5 

t7810 C-5 

t7811 C-5 

17812 C-5 

t7813 C-5 

17818 C-5 

17830 C-5 

t7831 C-5 

t7840 C-5 

t7841 C-5 

t7842 C-5 

7860 ; B-3 

7861 ' B-3 

7862 B-3 

7867 B-3 

7868 B-3 

7869 B-3 

7870 B-3 

t7905 C-2 

t7906 C-2 

t7907 C-2 

7910 C-1 

t7911 C-2 

t7912 C-2 

7920 C-] 

t7921 C-2 

8008 D-6 

t8100 D-13 

tSlOl D-13 

t8102 D-13 

t8103 D-13 

t8104 D-13 

t8105 D-13 

fSlU D-13 

t8112 D-13 

t8113 D-13 

t8114 D-13 

t8115 D-13 

flndicates new device 
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Conduit Fittings for C-H 
Wiring Devices 



M anuf acturer 's 
Name 



The Adapti Co. 
Cleveland, Ohio 



Appleton 
Electric Co. 
Chicago, III. 



Chicago Fuse 
MfR. Company 
Chicago, 111. 



Crouse-Hinds Co. 
Syracuse, N. V. 



Type 

of 
Fitting 



Adapti 
Boxes 



Covers 



Unilets 
and Boxes 
with Covers 



Union 
Boxes 



Union 
Covers 



Condulets 



Covers 




C-H 7066, 7067, 7251 
7253 



Catalog Nos. 2430 to 
26.32 inclusive 



4.CS, 4-SSL, 4-SSLS 
4-SSLD 
FS. FW. FSP Series 
Conduit Gang Sw. Box 
Appleton Sectional 
Sw. Box 



Gem Series except R, 
XS & BS Cat. No. 180, 
181, 102D to 102D4 



102G to 102G3 
HOG, UOH 



FS, FD, FN, ZF & ZP 
Series 



DS21, DSS21, ZP212, 
and ZP233 




2 01*. 



C-H 7232, 7234, 7235 
7237 



Adjustable 
Cover Type No. 2 



8478, 847SA, 
8404, 8317 



Cat. 103, 100, 180, 200 



Cat. 102-1, 103-E, 
104-M, 180-1 



GH Series Form No. 5 
Z Series, Tvpe FH Form 
No. 10. Types FHF.FHH, 
ZAS. OH. Adapters No. .5 




C-H 7222 to 7227 



3A 



f OVERALL 
DEPTH 



C-H 7261, 7262, 7263 
7264 



AdjuBtablo 
Cover Type No. 2 



8478, 8478,^, 
8404, 8317 



Cat. 10,-!, 10(i, 1,80 



Cat. 102-1, 103-E, 
100-M. 180-1 



OKH Series Form No. 10 
Z Series, QE Series, p'orm 
1098. Tvpe FH, Form 10 
Types FHF, FHH and OH 
Adapters Form No. 10 



Catalog Nos. 2430 to 
2632 inelusive 



Catalog Nos. 2.515 to 
2.').'>9 inclusive 



Same as 
Catalog Nos. 7000 to 
7253 



No. 200 



Type DS-32 



Switch 
Boxes 



2020, 41.")0, 4151, 4164, 
4165, 4168, 4178, 4179 



Same as Cat. 
.N'os. 7066 to 7253 



National Metal 
Moulding Co. 
Pittsburgh, Pa. 



Nat. Metal 
Mold. Boxes 



438, 439, 439S, 440, 
441, 442 



Cat. No. 342 



Cat. No. 342 



Same as 
Cat. Nos. 7066 to7253 



Covers 



24HZ, 24HY, 24H, 
24HK, 24HL, 24K, 
24KK, 24KL, 25H. 
25HK, 23HL, 25K, 26H 



Cat. 24.'), 265, 285 



Cat. 245, 265, 285 



Same as 
Cat. Nos. 7066 to 7253 



Steel City 
Electric Co. 
Pittsburgh, Pa. 



58361, 750, 751, 
810, 815 



Same as 
Cat. Nos. 7066 to 7253 



Covers 



52C13, 52C14, 52C16, 
52C17. 62C18, ,52C19, 
52C62, 72C14, 72C15, 
72C16, 72C18, 2GC to 
lOGC 



24C28, 52C2S, .54C2S 



24C28, 52C2S, 54C28, 
24C33, and 54C33 



Same as 
Cat. Nos. 7066 to 7253 



Erie Malleable 
Iron Company 
Erie, Pa. 



Hound Kondu 
Box Form No. 5 



Round Kondu 
Box Form No. 5 



Covers 



V .V. Fittings 
Company 
Philadelphia, Pa. 



Boxes 



Types P and PP 
Types B and BS 



No. .5014 with 
V. V. Fittings Type No. 



No. .5024 used with 
V. Fittings Type No. 5 



Types P and PP 
Type B 



Covers 

and 
Fittings 



P-5, 2-S, 3-S and 4-i 
and Combination 
Covers 



Type PT-5 
Nos. 2-TG, 3-TG 
4-TG 
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Conduit Fittings for C-H 
Wiring Devices 



Manufacturer's 

Name 


Type 

of 
Fitting 










I'OIA, 


w 
P 


M 1 








L 




"1 
\ 
11 

/•J a" 
/J if 

1 

i 

i 












®| 


r 


biA 

. 




T 
.1 




! 










m 


^ 1 


C-H 7080 to 
7089 


C-H 7090 to 
7099 




C-H 7270 






C-H 771. 




C-H 7717 


C-H 7730 


The Adapti Co. 
Cleveland, Ohio 


Adapti 
Boxes 














Covers 


Adjustable 
Cover Type 
No. 2 


Adjustable 
Cover Type 
No. 2 


Adjustable 
Cover Type No. 2 






Adjustable 
Cover Type 
No. 2 




Appleton 
Electric Co. 
Chicago, 111. 


Unilets 
and Boxes 
with Covers 


8478, 8478A, 
8404, 8317 


8478, 8478A, 
8404, 8317 






8478, 8478A, 
8404, 8317 





ChicaKO Fu8c 
Mfp:. Company 
Chicago, III. 


Union 
Boxes 


Cat. 103, 106, 
180 


Cat. 103, 106, 
ISO 


Cat. Nos. 103, 106, 
180 








Union 
Covers 


Cat. 102- 1, 
103-E, 106-M, 
180-1 


Cat. 102-1, 
103-E, 106-M, 
180-1 


Cat. Nos. 102-1, 
103-E, 106-M, 
180-1 








Crouse-Hinds Co. 
.Syracuse, N. Y. 


Condulets 


Gil Series 
form No. 5 
Z Series. Type 
FH form 10 
Types FHF, 
FHH & ZAS 
OH Adapters 
form No. 5 


GH Series 
form No. 10 
Z Series. QE 
Series form 
1096. Type FH 
form No. 10. 
Types FHF & 
FHH & OH 

Adapters 
form No. 10 




J^* Obround 
Condulets 


GH Series 
form No. 5 Q. 
E. Series form 
No. 1096. S 
Series, Type FI! 
form No. 10. 
Type FHF, 
FHH, QPB, 
ZAS & OH form 
No. 5 with OO 
or OOG Covers 


W Series 
S Series 


Covers 












Type 00 or OOG 
Type QPB 


National Metal 
Moulding Co. 
Pittsburgh, Pa. 


Switch 
Boxes 










24S, 26S, 28S 




Nat. Metal 
MouldingBox 


Cat. No. 342 


Cat. No. 342 










Covers 


Cat. No. 245, 
265 & 285 


Cat. 245, 265, 
285 










Steel City 
I'llectric Co. 
Pittsburgh, Pa. 


Boxes 














Covers 


24C28, 
52C2S, 
64C28 


24C28, 52C28, 
54C28, 24C33, 
& 54C33 






24C28, 52C28, 
54C28 




Erie Malleable 
Iron Company 
Erie, Pa. 


Boxes 


Round Kondu 
Box Form 
No. 5 


Hound Kondu 
Box Form 
No. 10 


Round Kondu 
Box Form 10 




Round Kondu 
Box Form 10 




Covers 














V. V. Fittings 
Company 
Philadelphia, Pa. 


Boxes 


No. 5014 with 
V. V. Type 
No. 5 fitting 


No. 5024 used 
with V. V. 
No. 5 fitting 


No. 5024 with 
V. V. Type 
No. 5 fittings 




No. 5014 with 
V. V. Type 
No. 5 fittings 


No. 5026 
5026-W 


Covers & 
Fittings 








L-1, L-451, LFB-1, 
LB-1 & 43-LS 
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Conduit Fittings for C-H 
Wiring Devices 



Manufacturer's 
Name 


Type 

of 
Fitting 










1— ir 
















1 








3j 

0) 


2; 

t. 




It 

■3 17"-) 3" 

"'1 








^ ' 


zl 


.1 


r 

r 






V 

1 




C-H 7733 






C-H 7736 




C-H 7740 






C-H 7 


766 


C— H 7774 


The Adapti Co. 
Cleveland, Ohio 


Adapti 
Boxes 




Cat. No. 500 


Cat. No. 500 






Covers 










Adjustable 
Cover Type No. 2 


Appleton 
Electric Co. 
Chicago, 111. 


Unilets 
and Boxes 
with 
Covers 


Cat. No. 925 


"SE" Series 


"SE" Series 




ON & HM Series 
witli 7703 Cover. 
AVD Series with 
5018 eovor. 311 & 
3D boxes witli 8311 

cover. "tiV, 'ilxyj, 

40 & 40D boxes 
with 8424 cover. 4S, 

witli 8471, 8472 cov- 
ers. 4SS_L, 4SSLD 
With S.^joT cover. 


Chicago Fuse 
Mfg. Company 
Chicago, III. 


Union 
Boxes 


Cat. No. 200 


106, 277, 288X 


106, 277, 288X 






Union 
Covers 




102JT, 103JT, 
llOJT 


:02JT, 103JT, 
llOJT 




102KR, 103KR, 
106A 


Crouse-Hinda Co. 
Syracuse, N. Y. 


Condulets 


"N" Series 


"SE" Series 


"SE" Series 




WD Series 


Covers 










WD048 & WD0048 


National Metal 
Moulding Co. 
Pittsburgh, Pa. 


Switch 
Boxes 




24S, 26S, 28S 


2900, 2908. 2910, 
2842, 2845 






Nat. Metal 
Moulding 
Box 






2365, 2368, 2355, 

2358, 2395E, 
2395-2E, 2385E 






Covers 












Steel City 
Electric Co. 
Pittsburgh, Pa. 


Boxes 




24161, 2415S 


24151, 24155, 
36113, 36123 






Covers 










24C35, 52C35, 
54C35, 14C35 


Erie Malleable 
Iron Company 
Erie, Pa. 


Boxes 


Round Kondu. 
Form No. 10 


Kound Kondu. 
Form No. 20 


Round Kondu. 
Form No. 20 






Covers 












V. V. Fittings 
Company 
Philadelphia, Pa. 


Boxes 












Covers and 
Fittings 








Type No. 43-SS 


Typo No. 43-55 
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Conduit Fittings for C-H 
Wiring Devices 



Manufacturer's 

Name 


Type 

of 
Fitting 




1" 


34 
1 








OVERALL DEPTH t^' 

HC- 7920 


OVERALL HEIGHT 

C-H 7415 


V ^ 

OVERAU HEIGHT 1 

C-H 7416 


OVERALL DEPTH i* 

C-H 7910 


The Adapti Co. 
Cleveland, Ohio 


Adapti 
Boxes 


Type No. 500 


Type No. 501 
No. 2-C-O, 3-C-O, 4-C-O 


Cat. Nos. 2430 to 
2632 inclusive 


Cat. Nos. 2430 to 
2632 inclusive 


Covers 






Cat. Nos. 2515 to 
2.559 inclusive 


Cat. Nos. 2515 to 
2559 inclusive 


Appleton 
Electric Co. 
Chicago, 111. 


Unilets 
and Boxes 
with Covers 






ro, r W, (.ibr, Irenes 
Cat. No. 4-CS. 4-SSI-, 
Cat. No. 4-SSLS, 4- 
SSLD. Appleton solid 
and Sectional Boxes 
Appleton Gang Sw. 
Box 


FS FW FSP, Series 
Cat. No.'4-CS, 4-SSL, 
Cat. No. 4-SSLS, 4- 
SSLD. Appleton solid 
and Sectional Boxes 
Appleton Gang Sw. 
Box 


Chicago Fuse 
Mfg. Co.npany 
Chicago, 111. 


Union 
Boxes 


No. 106, 277, 288X 


No. 103 & 104 


Gem Series, except R, 
An, & D>, ioU, IP) I, 

102D, 102D1, 102D2, 
I02D3, 102D4 


Gem Series, except H, 
XS & BS, 180, 181, 
i02'D, 102D1, 102D2, 
102D3, 102D4 


Union 
Covers 


102J1, 103TJ & 
llOJT 




102G to 102G3 


102G to 102G3 
llOG, UOH 


Cro use-Hinds Co. 
Syracuse, N. Y. 


Condulets 






FS, FD, FN, ZF, ZP, 
Series. TypeFH.ZPQ, 
& EXF 


FS, FD, FN, ZF, ZP, 
Series. TvpeFH,ZPQ, 
& EXF 


Covers 






DS21, DSS21, ZP212, 
ZP213 combination for 
1, 2, 3 & 4 Gang 


D.S23, DSS23, ZP232, 
ZP233, & Combination 
tor 1, 2, 3 & 4 Gang 


National Metal 
Moulding Co. 
Pittsburgh, Pa. 


Switch 
Boxes 


2900, 2908, 2910, 
2842, 2845 


2700, 2701, 2708, 2714, 
2715, 2790, 2642, 2643 & 
2644 


4151,4160, 4161,4164, 
4165,4168, 4170,4176, 

A 1 "70 1 1 "70 


2020, 4120, 4121, 41.')0, 
4151,4160, 4161,4164, 
4165,4168, 4170,4176, 
4178, 4179 


Nat. Metal 
Moulding Box 


2365, 2368, 2355, 2358, 
2395E, 2395ZE, 2385E 




438, 439, 4395, 440, 
441 442 


438, 439, 4395, 440, 
441, 442 


Covers 










Steel City 
Electric Co. 
Pinsburgh, Pa. 


Boxes 


24151, 24155, 36113 
& 36123 


54151, 54155, 54171, 
56111, 56115, 56121 


Cat. Nos. 58261, 750, 
751, 810, 815, 401, 
421, 441 to 446 


Cat. Nos. 58261, 750, 
751, 810, 815, 401, 
421, 441 to 446 


Covers 






Cat. No. 62C13to 52C19 
Cat. No. 72C14to 72C18 
Cat. No. 2-GC to lOGC 
Cat. No. 52C62 


Cat. No. 52C13 to ,52C19 
Cat. No. 72C14 to72C18 
Cat. No. 2-GC to lOGC 
Cat. No. 52C62 


Erie Malleable 
Iron Company 
Erie, Pa. 


Boxes 


Round Kondu 
Box Form 20 








Covers 










V. V. Fittings 
Company 
Philadelphia, Pa. 


Boxes 






Type P and PP 
Type B 


Type P and PP 
Type B 


Covers & 
Fittings 






Type P-7 


Typo P-9-S 
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Special Finishes 

for C'H Sockets and Switches 

The standard finish on all brass shell devices and brass portions of porcelain 
devices is brush brass, which will be furnished when the finish is not specified. 
When special finishes are ordered, add the prices below to the standard list prices. 



Quantity Discounts on Sockets and 
Switches 

Lots of 250 to 499, list prices below reduced 10%. 
Lots of 500 to 999, list prices below reduced 20%. 
Lots of 1000 or more, list prices below reduced 30%. 

Quantity lots must be of one finish, one catalog 
number, and made in one shipment. 



List Prices for Special Finishes 



FINISH 



Antique Brass . . . 
Antique Bronze. 
Antique Copper. 
.\ntique Silver. . 

Bauer Barff 

Blaclc Niclcel. . . . 
Brusii Bronze. . . 
Brush Copper. . . 

Brush Gold 

Brush Silver. . . . 
Butler's Silver. . . 
Flemish Brass .. . 
Gold Bronze. . . . 

Gun Metal 

Oxidized Brass. . 
O-xidized Copper 

Plain Brass 

Plain Copper. . . . 
Polished Brass . . . 



Complete 
Sockets, 
Canopy 

and 
Pendent 
Switches 



0.10 
.20 
.16 
.20 
.10 
.10 
.20 
.10 
.20 
.20 
.20 
.10 
.20 
.10 
.10 
.10 
.06 
.10 
.10 



Pull 
Switches 



SO. 13 
.30 
.20 
.30 
.12 
.12 
.30 
.12 
.30 
.30 
.30 
.12 
.30 
.12 
.12 
.12 
.07 
.12 
.12 



Sockrt and 
Switch 
Caps or 
Socket 
Bodies 



S0.0."> 
.10 
.08 
.10 
.05 
.03 
.10 
.05 
.10 
.10 
.10 
.05 
.10 
.05 
.05 
.05 
.03 
.05 
.05 



FINISH 



Polished Bronze 

Polished Copper 

Polished Gold 

Polished Nickel 

Polished Silver 

Rubljer Black 

Sand Blast Ant. Br.. . 
Sand BList Brass .... 
Sand Blast Bronze. . . 
Sand Blast Copper. . . 

Sand Blast Gold 

Sand Bhist Nickel. . . 

Sand Blast Silver 

Silver Gray 

Sprayed Brown Brz.. 
Sprayed Cop. Bronze. 
Sprayed Gray Bronze 

Statuary Bronze 

White Enamel 



Complete 
Sockets, 
Canopy 

and 
Pendent 
Switches 



$0.10 
.10 
.22 
.10 
.20 
.10 
.22 
.18 
.10 
.10 
.20 
.10 
.20 
.20 
.16 
.16 
.16 
.16 
.22 



Pull 
Switches 



SO. 1 2 
.12 
.26 
.12 
.30 
.12 
.26 
.22 
.12 
.12 
.30 
.12 
.30 
..30 
.20 
.20 
.20 
.20 
.26 



Socket and 
Switch 
Caps or 
Socket 
Bodies 



It0.05 
.06 
.11 
.05 
.10 
.05 
.11 
.09 
.05 
.05 
.10 
.05 
.10 
.10 
.08 
.08 
.08 
.08 
.11 
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C-H 7503-K2 




C-H 7502-K2 




C-H 7500-K4 




C-H 7501-K2 




C-H 7520 



C-II 7521 




C-H 7522 



C-H Sockets 

Multiple Catch Brass Shell Type 

"The better-grade socket — for Lfelong service" 

The C-H lino of brass shell sockets incorporates the latest features 
in socket design. The variety of types and combinations should meet 
most every wiring requirement. The rugged switch mechanism has been 
thoroughly tested and made in every way to insure long life under hard 
•service. The quick make and break action and the liberally propor- 
tioned contact area result in positive and firm contact at all times. All 
.switch mechanisms with the exception of the key type have the high 
capacity rating of 660 watts. These sockets are easy to install and when 
once installed the rugged switching mechanism, heavy insulation and 
high capacity insure their remaining in service for years without trouble. 
The standard finish on all sockets is brush brass. For those manufac- 
turers who purchase in large quantities and apply special finishes in 
their own plant, sockets can be obtained with the brass shells un- 
finished. The l)uttons on the pushbutton sockets are made of a heat 
resisting phenolic product with a red button for the "on" and a black 
Imtton for the "off" positions. The key on the key type socket is made 
of a heat resisting phenolic product and is a highly polished, beautiful, 
lustrous brown. This key is so shaped that it is very easy to insert into 
a fixt ure husk. The chain on the pull chain socket is brush brass, 7 " long 
and is jirovided with an attractive tassel. All sockets have a very easy 
operating mechanism. C-H brass shell sockets and caps are interchange- 
alile with other high grade makes now on the market. 

Socket Bodies 



Catalog 
No. 


Capacity 
Wattfi 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•7,500-K4 
•7,501-K2 
•7502-K2 
•750:i-K2 


e()0 
tlHO 
2,50 
(iliO 


250 
. 2.50 
2.50 
2.50 


Key type 


25 
25 
25 
25 


2.TO 
2,50 
250 
250 


43 
44 
3S 
45 


$ .26 

.23 
.2"j 
.40 


Socket Caps 


Catalog 
No. 


Capacity 
Watta 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg 


List 
Price 


•7520 
•7521 
•7522 






With 1/8* female nozzle 
With 3/8* female nozzle 
Pendent type with com- 
position bushing 


25 
25 

25 


250 
100 

250 


16 

9 

11 


$ .10 

.16 

.10 



Complete Sockets 



Catalog 
No. 


Capacity 
Watts 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•7.500-Ii5 


660 


2.50 


Pushbutton type — 1 /8- 


















25 


250 


55 


$ .36 


•7,500-K7 


660 


250 


Pushbntton type — pen- 


















25 


250 


54 


.36 


•7.501 -K3 


fifiO 


250 


Keyless — 1 /8-inch cap . . 


25 


250 


54 


.33 


•7501-K5 


660 


250 


Keyless — pendent cap. . 


25 


250 


51 


.33 


•7.502-K3 


2.50 


2.50 


Key type — 1 /8-inch cap. 


25 


250 


48 


.36 


•7502-K5 


250 


250 


Key type — pendent cap . 


25 


250 


46 


.36 


•7503-K3 


660 


250 


Pull chain type — 1/8- 
















inch cap 


25 


250 


55 


.50 


•7.503-K5 


660 


250 


Pull chain type — pen- 


















25 


250 


54 


.SO 



C-H Brass Shell Pull-Switch Body 

For instAllatious where the switch mechanigm is to be mounted high up, such as on 
the ceiliiiK. The inechanism ia identical with that used in other C-H brass shell pull- 
chain eocketf . This body will fit any C-H brass shell gocket cap. It is equipped with a 
short chain and six feet of black cord. The standard finish is brush brass. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7300 




1125 
\250 


Ceiling type 


10 


20 


5 


f .53 




C-H 7503-K3 




C-H 7500-K5 




C-II 7501-K3 






C-H 7300 



•Listed as Standard by Underwriters Laboratories. 



Supersedes issue January, 1928 



SECTION A 
Page 2 



The CUTLER' Hammer Mfg.Ca 

PIONEER MANUFACTURERS OF ELECTRICAL APPARATUS 
MILWAU^EC. InOSll WISCONSIN 



October. 1928 




C-H 7537 




C-H 753S 




C-H 7323 




C-II 7195 




C-H 7496 




Bases for Standard Size 
Brass Shell Sockets 



Catalog 
No. 


Capacity 
Watts 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg, 


List 
Price 


*7.53i; 






Small solid — screw holes 


















10 


100 


20 


$ .18 


*7537 






Small slotted — screw 
















holes 1-1/8* centers. . 


10 


100 


20 


.18 


*7538 






Small brass covered — 
















screw holes 1-3/4" 


















10 


100 


24 


.28 


*7.523 






For 3-1/4" outlet box 


10 


50 


20 


.37 


*7524 






For 4" outlet box 


5 


50 


22 


.67 



"Uno" Shade Holders 

"Uno" .shade holders are the easiest to install, and make a very 
rigid connection with the socket. Made in one piece, they screw directly 
on to the threaded bead on the socket shell. A wedge thread in the 
holder insures firm fastening. 



Catalog 
No. 



Capacity 
Watts 



*7495 
*749(j 
*7497 



Volts 



Description 



2-1/4" — Three screw 
type 

2-1 /4" — Locking spring 
type 

2-1/4" — For medium 
base weather proof 
sockets 



3-1 /4" — For medium 
base weather proof 
sockets 



Unit 
Pkg. 



50 
50 



Std. 
Pkg. 



500 
2,50 



Wt. Lbs. 
Std. PkK. 



30 
17 



List 
Price 



$6.00C 
9.25C 



S.SOC 



16.2S(: 



Electrolier Sockets 

New Wrinkle Catch Brass Shell Type 

These sockets meet the requirements of the trade wherever sockets of 
t he electrolier type are needed. The standard finish is brush brass. 

Sockets 



Catalog 


Capacity 






Unit 


Std. 


Wt. Lbs. 


List 


No. 


Watts 


Volts 


Description 


Pkg. 


Pkg. 


Std. Pkg. 


Price 


*7320 


660 


250 


Keyless — short — 1/8- 
















inch cap 


25 


250 


37 


$ .33 


*7321 


660 


2.50 


Keyless — long — 1 /8- 


















25 


250 


40 


.33 


*7322 


250 


250 


Key type — 1 /8-inch cap 


25 


250 


50 


.36 


*7323 


660 


250 


Pushbutton type— 1/8- 
















inch cap 


25 


250 


50 


.36 


*7324 


250 


250 


Pull chain type— 1/8- 
















inch cap 


25 


230 


50 


.50 


Socket Bodies 


*7325 


660 


2:0 


Keyless — short 


25 


230 


27 


$ .23 


*7326 


660 


250 




25 


250 


30 


.23 


*7327 


250 


250 




25 


250 


40 


.26 


*732S 


660 


250 


Pushbutton type 


25 


250 


40 


.26 


*7329 


250 


250 


Pull chain type 


23 


2.-)0 


40 


.40 


Socket Caps 


*7335 






With 1/8" female nozzle 


25 


250 


10 


» .10 


*7336 






With 3/8" female nozzle 


25 


.50 


3 


.16 




C-H 7324 




C-H 7323 




C-H 7322 




C-H 7325 




C-H 7335 




C-H 7336 



♦Listed as Standard by Underwriters Laboratories. 
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C-II 742i)-K2 




C-H 742e-K2 



C-H 7412 



C-H 7414 




C-h 7415 



C-H Porcelain Sockets 

Among the outstanding features of C-H porcelain type sockets are 
positive acting switch mechanism, ease of installation, perfect larnp 
contact and rigid fastening between body and cap. The quiet, easily 
operated switch mechanism has quick make and break contacts of 
ample current carrying capacity. The keyless and pushbutton types 
have the high capacity rating of 660 watts. C-H porcelain sockets are of a 
distinctive single screw type, very ea.sy to assemble. Perfect contact is 
made with the lamp base through a very rugged phosphor bronze con- 
tact s])ring. Two large lugs on the cap positively prevent turning re- 
gardless of vibration. There is no chance of C-H sockets coming apart 
even when a heavy reflector is attached. The body and cap is white 
porcelain. The top of the cap is l)rush brass on all metal covered caps. 
Metal covered caps can also be furnished in polished nickel. The 
pendent type cap is made entirely of white porcelain. The pushbuttons 
are made of a heat resisting phenolic product with a red button for the 
"on" and a black button for the "off" positions. The pull chain is brush 
l)rass, 7" long with insulating spacer and attractive tassel. Screw 
terminals are in the caps. It is only necessary to wire the cap and as- 
semble the body to it. Socket bodies and caps are listed separately. This 
reduces stock to a minimum and saves installation time. 

The bases for outlet boxes are of white porcelain and contain the 
terminals so that, here too, it is only necessary to wire to the bases and 
tlien add the proper type of socket body. Bases are furnished with 
machine screws for mounting. 

Socket Bodies 



Catalog 
No. 


Capacity 
Watts 


Volts 


De.^criptioTi 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•742(i-K2 


f)60 


250 




10 


100 


19 


$ .23 


•7427-K2 


250 


250 


Key type 


10 


100 


24 


.26 


•742S-K2 


(ifiO 


250 


Pushbutton type 


10 


100 


2X 


.29 


•742I)-K2 


250 


250 


Pull chain type 


10 


100 


20 


.59 



Socket Caps and Bases 



•7412 
•74 Ki 
•7414 

•7415 
•74 It) 
•7417 
•7418 



Cap — 1/8" female nozzle 
Cap — .3/8" female nozzle 
Pendent type cap 



Base for 3-1 /4" outlet box 
IJase for 4" outlet box. . . 
Cap — 1/4 " female nozzle 
Cap — 1 /2"femalenozzIe 



10 


1(K) 


15 


$ .20 


10 


100 


If) 


.24 


10 


100 


11 


.10 


5 


50 


20 


.30 


5 


.50 


42 


.40 


10 


100 


16 


.30 


10 


inn 


IS 


.27 



Complete Sockets 



Catalog 


Capacity 






Unit 


Std. 


wt. Lbs 


List 


No. 


Watts 


Volts 


Description 


Pkg. 


Pkg. 


.Std. Pkg. 


Price 


•742()-K:! 


fiOO 


250 


Keyless — 1/8-ineh cap. . 


10 


100 


32 


$ .43 


•742()-K5 


(KiO 


250 


Keyless — pendent cap. . . 


10 


100 


27 


.33 


•7427-K3 


2.50 


250 


Key type — 1 /S-inch cap 


10 


100 


37 


.46 


•7427-K5 


2,50 


250 


Key type — pendent cap . 


10 


100 


32 


.36 


•742S-K3 


(lliO 


2,50 


Pushbutton type — 1/8- 
















inch cap 


10 


100 


41 


.49 


•7428-K5 


(il>0 


2.50 


Pushbutton type — pen- 
















dent cap 


10 


100 


31 


.39 


•7429-K3 


250 


250 


Pull chain type — 1/8- 
















inch cap 


10 


too 


30 


.79 


•742fl-K5 


2,50 


250 


Pull chain type — pen- 
















dent cap 


10 


100 


32 


.69 



Gray Pendent Socket — Pushbutton Type 

This pendent type socket is slightly different in construction than 
those listed above. The mechanism is mounted in one half of the porce- 
lain shell. The other half of the shell is the cover. 



Catalog 


Capacity 






Unit 


Std. 


Wt. Lbs. 


List 


No. 


Watts 


Volts 


Description 


Pkg. 


Pkg. 


Std. Pkg. 


Price 


•7400 


660 


250 


Gray pendent socket , . 


10 


100 


33 


t .36 




C-H 7429-K3 




C-H 7428.K3 



■t 



C-H 7427-K3 




C-H 7426-K3 




C-H 7400 
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C-H 7573 




C-H 7441 



^ r 



Mogul Sockets 

Porcelain and Brass Shell Types 



Catalog 
No. 


Capacity 
Watts 


Volts 


*7570 


1500 


(iOO 


*7fl73 


1500 


(500 


*7574 


1500 


600 


*7576 
*7o77 
*7578 
*7.570 







Description 

Brass Shell Socket — Keyless — with 3/8 
inch female nozzle 

Porcelain Socket — Keyless — two-piece 
— without cap 

Porcelain Socket — Keyiess — one-piece 
— without cap 

Aluminum cap — 3/8" 

Aluminum cap — 1/2" 

Cast iron yoke— 3/8' 

Cast iron ^'oke — 1/2* 



Unit 
Pkg. 



Std. 
Pkg. 



Wt. Lbs. 
Std. Pkg. 



List 
Price 



10 
10 
10 
10 



50 

50 

SO 
50 
50 
50 



II) 



$1.50 

.70 

.55 

.30 
.30 
.15 
.15 



Weather Proof Sockets 

Made of heat resisting composition, these sockets will withstand a temperature of 160 degrees 
Fahrenheit. Each socket furnished witli 6 inches of No. 14 H & S stranded rubber covered wires. 



Catalog 
No. 


Capacity 
Watts 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7440 
*7441 


660 
060 


600 
600 




10 
10 


100 
100 


25 
25 


$ .20 

.18 



*I^i8te(l as Standard by r^nderwritprs Tjaboratoriep. 
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C-H Candle Sockets 

C-H candle sockets are easy to use, give good service and in general have been designed witli 
the manufacturer's needs in mind. All types are furnished with 1/S inch female bushings and set 
screws. The adjustable candle sockets are of the single stem type. The stem is of heavy steel, 
brass plated. The parts are so interlocked that the candle must, remain in perfect alignment. 
The adjustment can be made in much less time than is needed for many other type.s and results 
in a considerable saving in time when assembling fixtures as it is necessary to adjust but one 
screw. On all C-H Candle Sockets the outside diameter of the paper tubing is 1-3/16 inches. 

Canopy switches for fixture manufacturers will be found on page 4, section D. 

Keyless Candle Sockets 



Catalog 
No. 


Capacity 
Watts 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


♦7585 
♦7586 
♦7.587 

♦7.588 


6B0 
660 
660 

060 


250 
250 
2,50 

250 


2-1 /4-in. overall length — solid snpport . 

2- 7/8-in. overall length — solid support. 

3- 1/2 to 4-1/2-in. overall length — ad- 
justable support 

4- 5/8 to 5-5/8-in. overall length— ad- 


25 
25 

25 

25 


250 
250 

250 

2,50 


23 
25 

2!) 

33 


$ .16 
.16 

.17 

.17 


Pull Chain Candle Sockets 

The pull chain is 6-1/2 inches long from the bottom of the porcelain switch body and is pro- 
vided with an attractive tassel. The standard finish of the chain is brush brass. If desired, pull 
chain candle sockets can be furnished with the chains finished in dull nickel at no additional cost. 


Catalog 
No. 


Capacity 
Watts 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. I.bs. 
Std. Pkg. 


List 
Price 


♦7580 
♦7581 

♦7582 


250 
250 

2.-)n 


250 
2.50 

2,50 


3-1 /4-in. overall length — solid support . 

3- 13/10 to 4-1/2-in. overall length — 
adjustable support 

4- 11/16 to ,5-7/8-in. overall length- 


10 
10 
10 


100 
100 
100 


23 
27 
28 


$ .75 
.75 
.75 



C-H 7595 



Intermediate Base 
Candle Sockets 

These sockets are made especially for the new intermediate base 
Mazda lamp. They are especially desirable for signs, displays and 
artistic lighting fi.xtures. 



Catalog 
No. 


Capacity 
Watts 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std Pkg, 


List 
I^rice 


*7.595 


75 


2.50 


Keyless- 3-1/2 to 
4-15/16-in, overall 
length — 1/8-in. bush- 
ing — adjustable sup- 
port 


25 


100 


13 


$ .17 


*7.59« 


75 


125 


Pull chain- 2-11/16-in. 
overall length — 1/8- 
in. bushing — solid 
support — chain 5-1 /2 
in. long 


23 


100 


14 


.75 















C-H 7590 

^ r 



*Li8te<l as Standard by X^nderwriters Laboratories. 




C-H 75.S1 




C-H 7580 




C-H irjHr, 



Supersedes issue January, 1928 




Home 

Garage 

Factory 



For Use in the 

Industrial 
or Railroad 
Yard 



With 



Electric Irons 
Toasters 

Washing Machines 
Heating Pads 
Fans 

Vacuum Cleaners 
Soldering Irons 



Radios 

Extension Lamps 
Portable Drills 
Blowers and 
Grinders 
and other 
portables 




Will Not Break- 
Will Not Scratch or Marl 

rriHE latest development in attachment plug caps! 
I A cap made of soft rubber! It is absolutely un- 
breakable. Also it will not mar or scratch floors 
or furniture. 

Because of its rubber body this new attachment plug 
cap possesses advantages impossible to obtain with 
any other type. 

First: This rubber cap can be dropped on cement 
floors, kicked and slammed about without affecting 
it in any way. Consider what this means to shops and 
garages, where attachment plug caps are constantly 
being broken and replaced. The actual cost of new 
caps may be small — but broken caps mean machines 
or tools out of service. From a production standpoint, 
the cost IS big. 

Secondly: This new rubber cap cannot mar or scratch 
the finest floors or the most highly polished furniture. 
It should be supplied on all household appliances, 
such as lamps, toasters, vacuum cleaners, radios, etc. 




The new C-H Rubber Capped 
Attachment Plug, the most 
practical plug for shop or 
home. 



Thick unbreakable 
bakelite strip. 



Tough, soft . 
rubber body. 



Riveted construc- 
tion holds blades 
from turning. 



\ 



Heavy brass blades fit any 
standard receptacle. 



,/ 



Staked screws 
' prevent loss and 
save time in wir- 
ing. 



The New C-H Rubber Attachment Plug Cap. 




The New ''Soft Rubber'' Plug-Cap 
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C-H Interchangeable Plugs 

With Parallel Blades 

C-H "Standard" Attachment Plug 

The "Standard" line of attachment plugs has given satisfactory service for years. They are 
made of high quality material and meet in every way the requirements of a high-grade product. 
The caps fit all standard receptacles. The base has finding-ring for quickly locating slots. Made 
of heavy walled Thermoplax. Rivet and anchor construction prevent blades from turning. Large, 
staked screws prevent loss and make wiring easy. Retaining washer furnished as standard. 
Special Duco colored finishes can be supphed. Prices on apphcation. 



Catalog 


Capacity 






Unit 


Std. 


Wt. Lbs. 


List 


-No. 


Watts 


Volts 


Description 


Pkg. 


Pkg. 


Std. Pkg. 


Price 


•7700 


6fi0 


250 


Assembly of 7701 base and 7702 cap . . . 


25 


250 


34 


$ .20 


•7701 


eco 


250 


Base only of 7700 plug 


Bulk 


500 


38 


.10 


•7702 


f 15 Amp 


(125 


Cap only of 7700 plug 13/32-in. hole . . . 


Bulk 


500 


34 


.10 




llO Amp. 


\250 












77 IH 








1000 


1 


2.2SM 



Polarity and Tandem Blade Caps 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


wt. Lbs. 
Std. Pkg. 


List 
Price 


*7703 


fl5 


fl25 




10 


100 


7 


» .13 




iio 


12.50 










*7704 


15 


/125 




10 


100 


7 


.10 




10 


1250 













C-H "Econo" Attachment Plug 

A low-jjrice plug of many features. Thick wall of Thermoplax; rivet and anchor prevent 
terminals from turning. Staked screws save time in wiring and prevent loss. Special Duco 
colored finishes can be supplied. Prices on apphcation. 

BLACK OR BROWN THERMOPLAX FINISH 

Catalogs 7691, 7692 and 7695 can be supplied in either black or brown Thermoplax. Unless 
otherwise specified, they will be furnished in black Thermoplax. 



Catalog 


Capacity 






Unit 


Std. 


W^t. Lbs. 


List 


.No. 


Watts 


Volts 


Description 


Pkg. 


Pkg. 


Std. Pkg. 


Price 


•7690 


660 


250 


.Assembly of 769 1 base and 7692 cap . . . 


25 


2.50 


40 


$ .15 


•7691 


660 


250 


Base only of 7690 plug 


Bulk 


.500 


42 


.07 


•7692 




15 Amp. 




125 


Cap only of 7690 plug 1 1 /32-in. hole . . . 


Bulk 


500 


38 


.08 






10 Amp. 




250 












•7692 




15 Amp. 




125 


Cap only of 7690 plug 11/32-in. hole. . 


25 


250 


19 


.08 






10 Amp. 




250 












•76941 




15 Amp. 




125 


Cap only with 13/32-in. hole 


Bulk 


500 


38 


.08 


•7695/ 




10 Amp. 




250 


Cap only with 7/32-in. x5/16-in. 
















oblons hole 


Bulk 


500 


38 


.08 


•7696 


660 


250 


Assembly of 7691 base and 7694 cap . . . 


25 


250 


40 


.15 


•7697 


660 


2.50 


Assembl.v of 7691 base and 7695 cap . . . 


25 


250 


40 


.15 



C-H "Dreadnaught" Attachment Plug 

Wherever there is severe service, the C-H Dreadnaught caps should be sold. The steel jacket 
ehminates breakage from falls, knocks, etc. The armor itself is the cap instead of merely protecting 
a breakable insulation. Recommended for home or shop. The blades fit all standard receptacles. 
Base has finding ring for quickly locating slots. Caps furnished in either of two attractive colors — 
bakelite brown or steel gray. Unless otherwise specified, steel gray will be supplied. Retaining 
washer furnished as standard. 



Catalog 
No. 


Capacity 
Watts 


Volts 


Description 


Unit 
Pkg. 


Std 
Pkg. 


wt. Lbs. 
Std. Pkg. 


List 
Price 


•7789 




660 


250 


Assembly of 7788 cap and 7701 base . . . 


25 


100 


19 


$ .26 


•7788 




15 Amp. 


/125 


Cap only with 13/32-in. hole 


10 


100 


13 


.16 






10 Amp. 


1250 










•7790 




15 Amp. 


/125 


Cap only with 11 /.32-in. hole 


Bulk 


500 


65 


.16 






10 Amp. 


1250 













Three-wire caps and receptacles listed on page 4, section C. 

•Listed as Standard by Underwriters Laboratories. 
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C-H 7784 
Cord-Grip Cap 




C-H 7750 
Two- Wire 
Cord Connector 




C-H 7609 
Thref^Wire 
Armored 
Cord Connector 




C-H 77.>5 
Motor 
Attachment Plug 



C'H Interchangeable Plugs 

C-H "Rubber Cap" Plug 

The latest and most outstanding development in attachment jilug caps. Just as in the armored 
"Dreadnaught "Cap, C-H has again pioneered in this,— the "Ruliber-Cap" plug. A new cap made 
of soft, springy, black rubber. This cap is not only unbreakable but will not mar floor or furniture. 
The unbreakable feature makes it particularly applicable to factories, repair shops, and other 
users of small motor driven tools while the non-marring feature should aiipeal to the home 
owner as well as manufacturers of appliances such as floor lamps, table lamps, toasters, radio sets, 
etc. The terminals are fastened in a sheet bakeUte disc firmly imbedded in the rubber base. Staked 
screws prevent loss and save time in wiring. When the plug is used with rul)ber cord it is ex- 
csptionally easy to applv a strain relief to reUeve the strain between cord and plug. A small dab 
of ordinary rubber cement placed between the two, holds them firmly and permanently together. 
When cotton covered cord is used the Catalog 7716 strain relief will prove entirely satisfactory. 
The heavy brass blades will fit any standard receptacle. Retaining washer furnished as standard. 



Catalog 
No. 


Capacity 
Watts 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•7680 
•7681 
♦7682 

•7683 

*7684 




660 

660 
15 Amp. 
10 Amp. 
15 Amp. 
10 Amp. 
1 5 Amp. 
10 Amp. 


250 
250 
/125 
1250 
(125 
1250 
/125 
\250 


Aasemblv of 768.'! cap and 7701 base. . . 
Assembly of 7682 cap and 7701 base. . . 
Cap only with 15/.*^2-in. cord hole 

Cap only with 1.3/32-in. cord hole 

Cap only with 11 /32-in. cord hole .... 


25 
25 
25 

25 

25 


100 
100 
100 

100 

100 


28 
2S 
20 

20 

20 


t .26 
.26 
.16 

.16 

.16 



C-H Cord-Grip Cap 

This cap has an exceedingly firm grip on t he cord and positively prevents strain on the binding 
screws. There is no chance of grounding as no metal can touch the cord at the place where it is 
gripped by the rugged cone-shaped fibre sleeve. The contact blades are held firmly to a laminated 
liakelite disc, which together with the heavy metal covering makes this cap i)ractically unbreak- 
able. There are no screws in the strain rehef attachment which are liable to be lost during wiring. 
The fine appearance of this cap will permit its use on installations where very good appearance is 
(bsirable. There is no chance of this cap rusting because the metal covering is lirass. The Ijlades 
fit all standard receptacles. This cap can be used with cords 11/32" to 13/32" in diameter. Caps 
furnished in steel gray finish. Special Duco colored finishes can be supplied. Prices on apph- 
cation. Retaining washer furnished as standard. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7784 




15 
10 




125 
250 




25 


100 


IB 


$ .30 


C-H Two Wire Cord Connector 


Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7750 
*7752 




15 
10 
15 
10 




125 
250 
125 
250 


.\ssembly of 7752 body and 7702 cap. . . 


10 
Bulk 


100 
500 


19 
65 


i .40 
.30 



C-H Three Wire Armored Cord Connector 

The armored parts are steel gray finish. Middle part of connector is black Thermoplax. 
Armored parts can be furnished in l)akelite brown finish. Prices on apphcation. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7669 
*7fi68 
*7660 


10 
10 
10 


250 
2.50 
2.50 


Assembly of 7668 body and 7660 cap . . 


10 
10 
10 


50 
50 
50 


20 
15 
5 


$1.00 
.65 
.35 


C-H Motor Attachment Plug 


Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•7755 
•7752 
♦7757 




15 

1^ 
10 




125 
2.50 
125 
250 


Assembly of bodv 7752 and base 7757. . 


10 
Bulk 
Bulk 


100 
500 
500 


20 
(>5 
40 


$ .43 
.30 
.13 



Three-wire caps and receptacles listed on page 4, section C. 

♦Listed as Standard by ITnderwriters Laboratories. 
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C-H Pony Connectors, Motor 
Plugs and Receptacles 



C-H Cord Connectors 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg, 


Std. 
Pkg. 


Wt. Lb,». 
Std. Pkg. 


List 
Price 


•7860 




15 




125 


Assembly of 7861 cap and 7862 body. . . 


25 


100 


13 


$ .40 






10 




250 








40 


.10 


•78(11 




15 




125 




Bulk 


500 






10 
15 




250 












•7862 






125 




Bulk 


500 


40 


.30 






10 




250 













C-H Motor Plug 



Catalog 
No. 


Capacity 
Amp?. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. I.bs. 
Std. Pkg. 


List 
Price 


*7Sfi2 
*78(i7 




15 
10 
15 
10 




125 
250 
125 
250 




Bulk 
Bulk 


500 
500 


40 
30 


i .30 

.11 



C-H Motor Plugs for Flush Mounting 

Motor plugs for flush mounting are made in two styles: No. 7869 which has the male pronps 
in the base, with the receptacle cap, and No. 7870 with the female connections in the base which 
will fit any standard cap. Face plate polished nick'-l. 



Catalog 
No. 



•7S69 
•7862 
•7868 
•7870 
•7861 



Capacity 
Amps. 



115 
110 
/15 
\lO 
Jlo 
110 

J 15 
110 
115 
110 



Volta 



/1 25 
1250 
/ 125 
1250 
/125 
1250 
(125 
\250 
/125 
1250 



Description 
Assembly of body 7862 and base 7868 

Body only of 7869 

Base only of 7869 

Furniture receptacle base 

Cap only for 7870 



Unit 
Pkg. 



25 
Bulk 
Bulk 

25 
Bulk 



Std. 
Pkg. 



IC) 
500 
500 
100 
500 



Wt. Lbs. 
Std. Pkg. 



16 
40 
50 
10 
40 



List 
Price 



$ .SO 
.30 
.30 
.40 
.10 




C-H 7860 



C-H 7862 Body 
and 

C-H 7867 Base 




C-H 7869 



C-H 7870 



•Listed as Standard by Underwriters Laboratories. 



Supersedes issue January, 1928 



Complete convenience 

builds good will 





The C^H Duplex 
Receptacle 

Shallow^ husl^y construction 



The heat-proof Ther- 
moplax moulding 
which forms the body 
of the receptacle is a 
solid, heavy- Waited 
piece, correctly de- 
signed to withstand 
hard service and fur- 
nish adequate insula- 
tion between all cur- 
rent-carrying parts. The construction is 
shallow for convenience in installation. 



Heavify strong contacts 

The contacts are un- 
usually heavy and are 
doubled as shown, for 
extra strength and bet- 
ter contact. The con- 
tact arms, binding 
screws and contacts are 
dar^on one side of the 
receptacle and light on 
the other to distinguish 
the negative from the positive side of the 
line. 



Polarized prong slots 



Tee-shaped slots in both 
receptacles taf^e plug 
prongs of any standard 
type. The parallel slots 
are polarized — one 
longer than the other — 
to ta/^e the more mod- 
ern plugs which will 
only fit this type of 
receptacle. 






Sell more Duplex Receptacles- 
by recommending them 

Electricity — and all the new conveniences it 
brings to the modern home — must be served. 
Adequate provision must be made when the 
original wiring goes in, not simply to serve the 
lights, appliances, motors and tools that will 
be used in that home during the first few 
months it is occupied, but — even as the home 
is built to stand for years — the wiring in- 
stalled must allow for the new uses, the 
added demands that will come with the years. 



Too often the home goes up today, modern in all respects 
but one — adequate wiring. Uses for electricity in the 
home have grown so in number in such a short time — are 
growing so fast every day — it's vital to be sure sufficient 
provision is made for them all in the wiring layout. 

Here's an item, for example, that doubles the convenience 
of every receptacle installation — costs only a few cents 
more, and no additional wiring is necessary — the C-H 
Duplex Receptacle. It appeals to every home owner on 
sight — and why wouldn't it? It permits him, at slight 
additional cost, to have two electrical outlets in place of 
one. Recommending it builds good will for you, too. 

That is just one item in the C-H Line. Of course the 
single receptacle of the same shallow, husky C-H con- 
struction is also made. But recommend the double — 
we've pulled it to pieces, for your interest, in the column 
at the left. 

Incidentally, the C-H Line is quality throughout — me- 
chanically strong and electrically perfect. Receptacles 
and switches are built shallow for easy installation. 
The C-H Trademark carries a reputation that spells 
instant acceptance, and every item in the C-H Line is 
priced right for your profit. 



Easy to Install — Hard to Wear Out 



Duplex Convenience Outlets 
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C-H Flush Receptacles 

of Moulded Thermoplax 



For Flush Mounting 

C-H Flush Receptacles assure convenient and easy-to-use installation. The duplex type 
particularly, doubles the convenience of every receptacle installation with no additional wiring. 
The body of C-H receptacles is a heavy walled piece of Thermoplax, a material noted for its high 
insulating qualities and general ruggedness. The recessed construction of the Thermoplax face 
jjrovides for easy location of the slots when any plug cap is inserted. The lustrous finish and 
attractive design give these receptacles a most desirable appearance when installed. 

They are shallow and designed for easy handling and quick wiring. Terminals are located 
for maximum convenience and built to hold wire tightly at all times. The binding screws 
are of an unusually large size and their large heads make them easy to wire. They cannot be lost 
during the wiring operation as all C-H binding screws are staked so they cannot come all the way 
out. T-slot construction accommodates all standard attachment plug caps. The parallel slots 
are polarized — one is wider than the other — to accommodate standard polarity caps which have 
one wide and one narrow blade. The most important part of any convenience outlet is the contact 
spring clip — the part that does the rcork. C-H engineers have developed a contact clip that is more 
than capable of standing up under most severe use. These contacts are heavy one piece phosphor 
Ijronze of ample current carrying capacity and so designed that no matter how much they are 
used they will continue to make firm contact. This insures good contact at all times. The con- 
tacts are unusually heavy and are doub'ed for extra strength and to prevent stubbing. Ground 
contact cUp and binding screw are plated to identify them in compUance with Underwriters' 
requirements. 

Their obvious superiority, plus guaranteed quality, make C-H duplex receptacles easy to sell 
and install. They are decidedly modern devices worthy of the modem home. 



Black or Brown Thermoplax Receptacles 



outside. 



No. 7910 is a single receptacle made of Thermoplax. Supporting screw spacings: 
3-9/32 inches; inside, 2-13/16 inches. 

No. 7920 duplex receptacle is similar in construction to the No. 7910 except that it is a double 
receptacle. Supporting screw spacings: outside, 3-9/32-inches; inside, 2-13/16-inches. 

Unless otherwise specified receptacles will be furnished in Black Thermoplax. 



Catalog 
No. 


Capacity 
Ampa. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Plig. 


Wt. Lbs. 
Std. Plig. 


List 
Price 


*7910 
*7920 


f 15 Amps. 
110 Ampa. 
f 15 Amps. 
\10 Amps. 




125 
2,50 
125 
250 




10 

10 


100 
100 


20 
28 


$ .30 
.48 



Plates listed on page 1, section E 




C-H 7910 




C-H 7920 




C-H V9I0 Receptacle 
witli C-H 7644 Plate 




•Listed as Standard by Underwriters Laboratories. 



C-H 7920 Knccptacle 
with C-H 7722 Plate 
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C-H 7733 Receptacle 
and 2-7 /S inch 
Round plate 




C-H 7921 




C-H 7905 




C-H 7907 




C-H 7787 
Thermoplax Adapter 



C'H Porcelain Flush Receptacles 

With Round Plates 

These porcelain receptacles include the same rugged contact construction used on the moulded 
receptacles listed on page C-1. They can be used for convenience outlets under dining room 
tables, etc. In addition to taking tandem and "standard" parallel caps, one of the parallel slots 
is made longer to accommodate the enlarged blade of C-H 7704 polarity cap, thus making these 
receptacles suitable for polarity work. Screws for mounting receptacles are furnished with each 
receptacle; screws for mounting plates are furnished with each plate. The standard finish of the 
receptacle plate is brush brass. , . , r„. i 

Receptacles are supplied with two sizes of plates, 2-7/8-inch and 3-5/8-inch. 1 he receptacles 
are both 1-7/16-inches in diameter. The holes for supporting screws of No. 7733 are spaced 1-7/8 
inches on centers. The holes of No. 7736 are 2-3/4-inches on centers. Conduit fittings which these 
receptacles fit are listed on page VIII. 



Catalog 
No. 


Capacity 
.Amps. 


Volt.'. 


Depcription 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7733 


fl5 


1125 


Receptacle and 2-7/8-inch round plate. 


10 


50 


20 


$ .8S 




\10 


1250 








27 


.95 


*7730 


fl5 


/125 


Receptacle and 3-5/8-inch round plate. 


10 


so 




\10 


\2,50 













C-H Outlet Box Receptacles 

These are composition convenience outlets with black enamel plates. 



Catalog 
No. 


Capacity 
Anipp. 


Volts 


Description 


l^nit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7911 
*7912 
*792I 


10 
10 
10 


250 
250 
250 


Single with 3-1 /4-ineh steel box cover. 
.Single with 4-inch steel box cover. , . 
Duplex with 4-inch steel box cover. . . . 


10 

a 

5 


100 
50 
.M) 


40 
25 
27 


$ .35 
.40 
.60 


Warning Light Receptacle 


Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•7905 

7900 
7907 






Porcelain receptacle with 2 C. P., 125 
Lamp only— 2 C. P., 125 Volts 


10 
10 
10 


30 
30 
30 


17 

3 


$ .70 

.35 
.25 



C-H Adapters with Current Tap 

(Standard-to-Edison) 

These adapters consist of a Thermoplax shell, with a screw l)ase at one end and contact blades 
to fit the standard outlet at the other. Made for series tap or multiple tap. The hole in the side 
is to attach wires for another connection. 



Catalog 
No. 


Capacit .■ 
Watts 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 

$ .40 

.40 


*7786 
*7787 


fifiO 
660 


250 
250 




10 
10 


.50 

50 


7 
7 



♦Listed as Standard by Underwriters Laboratories. 
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C-H Surface Receptacles 

These receptacles are made of white porcelain, which makes them esijecially adaptable to 
laundry installations and for damp basements with cement floors. 

All C-H surface receptacles are provided with double "T" slots to take parallel and tandem- 
blade caps. One of the jiarallel slots is elongated, making these receptacles suitable for polarity 
work. Conduit fittings which these receptacles fit are listed on pages VII and VIII. 

No. 7717 



Designed for concealed work. Outside diameter of base is 2-7/32-inches. Holes for supporting 
screws are spaced 1-1/2-inches on centers. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•7717 




15 

110 


/125 
\260 




in 


50 


15 


$ .30 


No. 7774 

Designed to clamp on outlet-box cover having 1-7/16-inch diameter hole. 


Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•7774 




(15 
110 


/125 
\250 


For outlet-box covers 


10 


50 


18 


$ .30 


No. 7730 

For installation in conduit boxes. Outside diameter of base is 1-3/4 inches. Holes for sup- 
porting screws are spaced .5/8-inch on centers. 


Catalog 
No. 


Capacity 
A mpa . 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•77.30 




15 
10 


(125 
\250 




10 


50 


12 


$ .30 


Designed for 1 /2 


No. 7713 

-inch obround condulets, 1/2-inch types L, LFB, and L4o V. V. fittings. 


Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•7713 




15 
10 




125 
250 


For 1 /2-incli obround condulets 


10 


50 


17 


$ .40 



No. 7766 

This receptacle designed for use with 1/2-inch and 3/4-inch Paiste Taplets, and for V. V. 
Fittings Covers 43SS, 44SS, and 4,5SS by which it can be attached to all 1/2, 3/4, and 1 inch V. V. 
Fittings, Types 1, 3, 4, and T. 



Catalo.*; 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•7766 


\10 


(125 
1260 




10 


50 


17 


$ .35 


No. 7740 

Designed for 3-1/4-inch outlet box. Supporting screw holes in base are spaced on 2-3/4-inch 
centers. Outside diameter of base, 3-1/2-inches. 


Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•7740 


115 
\10 


(125 
\250 


For 3-1/4-inch outlet box 


10 


50 


25 


$ .40 
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C-H 76(i5 
Three- wire 
Flush Keceptacle 




C-H Three-wire 
Receptacles and Cap 

Polarized 

The following three-wire, heavy duty receptacles and caps meet all 
the requirements of the present day rulines relating to grounding of 
portable appliances and for all other installations where grounding is 
necessary. 

The Catalog No. 7660 cap employs the same armored construction 
a.s the C-H "Dreadnaught" cap. These caps can be supplied in either 
of two finishes — bakelite brown or steel gray. ITnless otherwise specified 
the cap with steel gray finish will be supplied. A fibre retaining washer 
which fits over the blades is furnished as standard. The blades arc 
offset so that they fit ii.to the receptacle in only one way. The "ground- 
ing" blade is properly marked. 

The Catalog No. 7663 surface receptacle is of white porcelain with 
the base designed for concealed wiring. The slots are offset so that the 
three wire cap will fit in only one way. 

The Catalog No. 7665 flush receptacle is made of Thermoplax and 
will fit into standard outlet boxes. The standard single flush 
receptacle plate can be used with this receptacle. These receptacles 
are packed in individual folding boxes, properly labeled. The slots are 
offset so that the three wire cap will fit in only one way. 

All of these items are interchangeable with three wire receptacles 
and caps made by other manufacturers of high grade wiring devices. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*76f)0 


10 


250 


Armored cap, Bakelite 
















brown of steel gray 
















finish 


10 


,50 




$ .35 


*7663 


10 


250 


Surface Receptacle 


10 


.50 


23 


.75 


*7665 


10 


2,50 




10 


50 


18 


.85 



20-Ampere — Three-Wire Receptacles and Cap 
Polarized 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7666 


20 


250 


Fl jsh receptacle — porce- 
















lain 


10 


30 


15 


$ .95 


7657 






Single flush plate — brush 
















brass — gauge .060 in. 
















Size4-l/2''x2-,3/4''.... 


10 


100 


20 


.18 


*7659 


20 


2,50 


Surface receptacle — 
















porcelain — with 


















10 


30 


30 


1.25 


*7f>61 


20 


250 


Armored cord-grip cap — 
















steel gray finish only. 


10 


20 


Ij 


.65 



30-Ampere — Three- Wire Receptacle and Cap 
Polarized 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


7667 


30 


250 


Flush receptacle — black 
porcelain 


1 


5 


8 


$3.60 


7658 
7662 


30 


250 


Single flush plate — brush 
brass — gauge .060 in. 
Size 4-l/2''x4-9/16"... 

Armored cord-grip cap — 
steel gray finish only. . 


1 
1 


5 
5 


2 
3 


1.00 
1.65 




C-H 7661 





C-H 7666 




C-H 7659 




C-H 7662 




C-H 7667 
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C-H 7831 



C-H 7840 




C-H 7841 



C-H 7842 



C-H Receptacles 

C-H Porcelain Pull Receptacles 

For Lighting Fixtures 
Standard, highly glazed, porcelain, pull chain receptacles for use 
with ceiling fixtures. Receptacles are fitted with porcelain clamping 
rings and gaskets. Hole required in sign or fixture — 1-1/2" diameter. 



Catalog 
No. 


Capacity 
Watts 


Volts 


Description 


Unit 
Pkg. 


std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7800 


250 


250 


With insulated chain 


















10 


100 


40 


* .91 


*7801 


250 


250 




10 


100 


40 


.75 


*7802 


250 


2hO 




10 


100 


40 


.75 


*7S03 


250 


250 


With 8-inch insulated 


















10 


100 


40 


.83 


*7S04 


2,50 


250 


With short chain and 
















cord 


10 


100 


40 


.83 


*7805 


2,'jO 


2.50 


With 3-foot chain 


10 


100 


40 


.98 



C-H Porcelain Screw Ring Receptacles 

For Signs, Fixtures and Outlet Boxes 
Hole required in sign or fixture — 1-1/2" diameter. 



*7810 


660 


250 


With screw terminals. . . 


25 


100 


20 


$ .20 


*7811 


660 


250 


With screw terminals 


















25 


100 


25 


.25 


♦7812 


660 


250 


With cupped back and 
















screw terminals 


25 


100 


20 


.20 


•7813 


660 


600 


With 6 inches of No. 14 
















stranded rubber cov- 


















10 


100 


30 


.28 



C-H One-Piece Porcelain Receptacles 

For Metal Signs, Lighting Units and Outlet Boxes With Bronze 
Washer Head Screws 

Hole required in sign or fixture — 1-3/8". diameter. Holes for sup- 
porting screws spaced 1-13/16" on centers. Length of back 1-7/16". 



*7818 


660 


600 


With screw terminals . . . 


25 


100 


25 


$ .17 




C-H Intermediate Base Sign Receptacles 

These receptacles are made especially for the new intermediate base 
Mazda lamp. Hole required in sign or fixture is 1-1/16" diameter for 
the C-H 7831 and 1 " diameter for the C-H 7830. Holes for supporting 
screws spaced 1-3/8" on centers for the C-H 7830. 


i ^ 1 


*7S30 
*7831 


75 
75 


250 
250 


Metal sign type — screw 

Screw type — screw ter- 
minals 


25 
25 


250 
250 


38 
48 


* .17 
.20 


Tt 

C-H 7813 



C-H Pony Size — Porcelain Rosettes 

C-H 7840 diameter of base 2-1/4"; height 1-5/32". Holes for support- 
ing screws spaced 1-13/32" on centers. 

C-H 7841 diameter of base 2-1/8 ".\2-7/8"; holes for supporting 
screws spaced 1-7/16" on centers. 

C-H 7842 diameter of base 2-25/32 "x2-7/32"; height 1-1/4". Holes 
for .supporting screws spaced 1-7/16" on centers. 



*7840 


660 


250 


Two-piece — fuseless — 
















concealed type 


10 


100 


46 


$ .16 


*7S41 


660 


250 


Two-piece — fuseless — 


















10 


100 


40 


.16 


*7842 


660 


260 


One-piece — fuseless — 
















cleat or concealed 
















type 


10 


100 


24 


.10 




C-H 7800 




C-H 7810 




C-H 7S11 



C-H 7818 
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C-H 7451 




C-H 7440 



C-H 74.''.4 



C-H Porcelain Receptacles 

Concealed Type 
For Outlet Boxes, Ceiling Plates and Porch Lights 

Holes for supporting screws spaced 1-5/8" on centers. Outside 
diameter of base 2-.5/16 ". Height of receptacle 1-5/16 Base is cupped 
5/32 ". Provided with ample wiring room and rugged terminals. Base 
is secured to the outside shell by twin screws in the lamp base. 



Catalog 


Capacity 






Unit 


Std. 


Wt. Lbs. 


List 


No. 


Watts 


Volts 


Description 


Pkg. 


Pkg. 


Std. Pkg. 


Price 


*74o0 


660 


600 


Without shade holder 
















groove 


10 


100 


30 


i .25 


*74,51 


660 


600 


With shade holder 


















10 


100 


30 


.30 



Cleat Type 

C-H 7449 has brass, fibre lined shell threaded for "UNO" shade 
holders. It is firmly secured to porcelain base by two screws. Terminal 
is located at a convenient angle and provision is made for large service 
wire. Diameter of base 2 "; height overall 1-7/8 ". Holes for supporting 
screws spaced 1-1 /4 " on centers. Brush brass is standard finish. 

C-H 7453. Diameter of base 2-1/2"; height overall 1-5/8". Holes 
for supporting screws spaced 1-31/32" on centers. 

C-H 7454. Diameter of base 2-15/16"x2-ll/16"; height overall 
1-5/8". Holes for supporting screws spaced 2-3/8" on centers. 



Catalog 
No. 


Capacity 
Watts 


Volts 


Description 


Unit 
Pkg. 


std. 
Pkg. 


wt. Lbs. 
Std. Pkg. 


List 
Price 


*7449 


660 


250 


Bayonet shell — with 
















small concealed base. 


10 


100 


20 


$ .25 


*74.i3 


660 


250 


Pony type — with screw 
















terminals 


10 


100 


25 


.12 


*7454 


660 


250 


Rugged type for heavy 
















duty — without shade 
















holder groove 


10 


100 


35 


.17 



Intermediate — Cleat Type 

This receptacle made especially for the new intermediate base 
Mazda lamp. 

Diameter of base 1-7/8". Holes for supporting screws spaced 
1-1/2" on centers. 



Catalog 


Capacity 






Unit 


Std. 


Wt. Lbs. 


List 


No. 


Watts 


Volts 


Description 


Pkg. 


Pkg. 


Std. Pkg. 


Price 


*7446 


75 


250 


With screw terminals . . . 


25 


100 


17 


$ .12 



Weatherproof Outlet Box Type 
With Removable Metal Cover 

All types provided with japanned iron cover. 

C-H 7456 and 7457. Outside diameter of cover 3-7/16"; heiglit 
overall 1-3/16". Holes for supporting screws spaced 2-3/4" on centers. 

C-H 7458 and 7459. Outside diameter of cover 4-1/16"; height over- 
all 1-3/16". Holes for supporting screws spaced 3-1 /2" on centers. 

If longer wire leads are desired for C-H 7457 and 7459 add 4-1/2 
cents per foot for each single lead. 



Catalog 


Capacity 






Unit 


Std. 


Wt. Lbs. 


List 


No. 


Watts 


Volts 


Description 


Pkg. 


Pkg. 


Std. Pkg. 


Price 


*74,-)6 


6(i0 


600 


For 3-1/4-inch outlet 
















box — with screw ter- 
















minals 


10 


100 


51 


i .30 


*74.57 


660 


600 


For 3-1/4-inch outlet 
















box — with 6-inch 
















wires 


10 


100 


60 


.35 


*7458 


660 


600 


For 4-inch outlet box — 
















with screw terminals. 


5 


100 


72 


.35 


*74.59 


660 


600 


For 4-inch outlet box — 
















with 6-inch wires ... - 


5 


100 


75 


.40 



J 



C-H 7453 



C-H 7445 




m 

. d 

C-H 74.-,9 
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C-H Flush Switches 

The shallow construction and large, readily accessible binding screws make installation of 
these improved flush type switches extremely easy. The base is offset at the ends which enables 
the wire-man to get a maximum amount of room in the switch box. Stalced binding screws 
save time in wiring and prevent loss. To insure good contact, the binding posts are held in 
place ))y two screws so that there is no chance of their working loose. C-H l)lades and posts 
must always remain in position, assuring perfect contact at all times. An outstanding feature 
of these switches is the self-cleaning contacts. This eliminates the possibihty of pitted con- 
tacts and results in longer life. To prevent contact blades from sticking, a strong kick-off 
action positively throws the switch as soon as the handle passes center. All mechanical parts 
are made of high grade steel, electro galvanized. 



C-H Shallow Push Button Type 
Base— 1 1/4" Deep 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7251 




/I25 




10 


100 


38 


$ .35 






1260 












*7253 


1 


fl2.'; 




10 


50 


21 


.50 






\2,'jO 













C-H Shallow Toggle Type 
Base — 1 1/4" Deep 

Can be furnished with either l)lack or brown operating levers. If no finish is specified, 
switches with black levers will be furnished. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7261 




/ 12,'i 




10 


100 


36 


i .35 




[r 


\250 












*7262 


10 


2.50 




10 


50 


21 


.70 


*7263 


;io 


(125 




10 


50 


21 


.50 




IS 


1250 












*7264 


110 


1125 




10 


10 


8 


1.00 




\5 


\250 













20 Amp., 250 Volt— Toggle Flush Switch 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Ptg 


List 
Price 


*7286 


20 


250 




10 


20 


10 


$ .80 



Locktype — Toggle Flush Switches 

Look switches are for use in the vestil)ules of jjublic buildings, schools and in such other 
I)laces where the control of hghts should be under the supervision of some authorized person. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7291 




1125 




10 


100 


30 


$ .80 




{"i 


\250 












*7292 


10 


250 




10 


50 


17 


1.15 


•7293 




/125 




10 


50 


17 


.95 






12,50 










1.45 


♦7294 




1125 




10 


10 


8 






\250 












7295 








100 


100 


2 


.10 



See page 1, section E, for plates. 

♦Listed as Standard by Underwriters Laboratories. 
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C-H 7290 




C-H 7299 




C-H 7240 
or C-H 7241 




C-H 7245 
or C-H 7246 



Flush Switches 



Combination Switch and Receptacle 

Standard finish of plate is brush brass or jiolished nickel. Brush lirass furnished unless 
otherwise specified. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7296 


10 


250 


Double pole toggle switch, and single 
receptacle — porcelain base — with 
.060 plate 


1 


10 


S 


$1.35 



Two and Three Circuit Toggle Switches 

The following two and three circuit switches can be used to great advantage in vestibules 
where one switch controls the hall light and the other the ])orch light. Other uses are for controlling 
various groups of wall brackets as well as individual groups of lights on a chandelier. 

The ratings given below are for the entire switch and care should be exercised when wiring, 
so that each individual unit is not overloaded. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. hba. 
Std. Pkg. 


List 
Price 


*7298 




10 




125 


Two circuit (2 levers) 


2 


10 


4 


$ .85 






5 




250 












*7299 




10 




125 


Three circuit (3 levers) 


2 


10 


4 


1. 10 






5 




250 












♦7297 




10 




125 


►Single pole and 3-way (2 levers) 


2 


10 


4 


.95 






5 




250 













See page 1, section E, for plates. 

C-H Door Switches 

These switches are automatically operated by the closing and opening of the door, providing 
convenient control of lamps, in closets, telephone booths, and other places where it is desired 
to have lamps in operation only when actually needed. Installed in the hinge side of the door 
jamb. Nos. 7240 and 7241 have an unique and positive clamp for fastening armored cable. 

Nos. 7240 and 7241 
With Plate and Approved Box for Armored Cable 

These switches are enclosed in approved bo.xes, 1-1/32 by 2-3/4-inches, and are for use with 
armored No. 14 two-wire cable as well as standard wire similar to Romex non-metaUic cable. 
Plates are 4-5/8 by 1-1/4-inches, and supporting screw holes are spaced 3-13/16-inches on centers. 
Standard finish is black lacquer. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•7240 


(6 


/125 


Switch "on" when door opened; "off" 












13 


1250 




5 


25 


21 


$2.50 


•7241 


16 


/125 


Switch "on" when door closed: "off" 












13 


\250 


when opened 


5 


25 


21 


2.50 



Nos. 7245 and 7246 
Without Box, But With Universal Plate 

The universal plate and the yoke by which it is attached to the switch permits the use of 
any door switch outlet box regardless of the distance between screw holes, making this switch 
particularly suitable for replacement work. The plate is 5-3/8 by 1-3/8-inches, and the sup- 
porting screw holes are spaced 4-3 /4-incheR on centers. Standard finish is black lacquer. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•7245 


/6 


/125 


Switch "on" when door opened: "off" 












13 


1260 


when closed 


5 


25 


14 


$2.25 


•7246 


/6 


/125 


Switch "on" when door closed; "off" 












13 


\250 




5 


25 


14 


2.25 
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C-H Surface Switches 

These surface switches are used extensively on wiring systems in offices, stores, factories, 
home basements and similar locations. They can be used with all wiring systems, conduit, metal 
or wooden moulding, open knob or concealed wiring. The switch mechanism is of the quick make 
and break type with all current carrying parts amply proportioned and wiU give quiet, positive 
switching over extremely long periods of use. 



C-H Toggle Type 

Base is Thermoplax and cap is beautiful polished nickel. Operating lever is black composi- 
tion and indicates whether current is "off" or "on". Five ampere size, outside diameter of base 
2" with supporting screw holes spaced 1-7/16" on centers. Ten ampere size, outside diameter of 
base 2-7/16" with supporting screw holes spaced 1-25/32" on centers. 



Catalog 
No. 



♦7232 
•7235 

•7222 
•7226 

•7223 
•7226 

•7234 

•7237 

•7224 
•7227 

•7230 
•7231 



Capacity 
Amps. 



Volts 



/125 
1250 
1125 
\250 

fl25 
1250 
/12.') 
\250 

250 
250 

/12S 
1250 
/125 
\250 

/125 
1250 
/125 
1250 

fl25 
1250 
(125 
1250 



Description 
Single pole, solid base. . . 
Single pole, slotted base. . 

Single pole, solid base. . . . 
Single pole, slotted base. , 

Double pole, solid base. . 
Double pole, slotted base 

Three-way, solid base. . . . 

Three-way, slotted base. 

Three-way, solid base. . . 
Three-way, slotted base. , 

Four-way, solid base. . . . 
Four-way, slotted base. . 



Unit 
Pkg. 


std, 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


10 


100 


22 


$ .28 


10 


100 


21 


.28 


10 


100 


31 


.48 


10 


100 


31 


.48 


10 


100 


33 


.66 


10 


100 


33 


.66 


10 


100 


22 


.48 


10 


100 


21 


.48 


10 


100 


33 


.76 


10 


100 


33 


.76 


1 


10 


7 


1.90 


1 


10 


7 


1.90 




C-H 7222 




C-H 7232 




C-H 7225 
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C-H 7149 




C-H 7143 




C-H 7126 




C-H 7129 



C-H Canopy Switches 

"One-Hole" Mounting 

Designed to meet present day requirements for switches used in lamps, wall fixtures, etc., 
these Canopy Switches provide an absolutely reliable switch in exceedingly shallow dimensions. 
The switch mechanism is quiet in operation and assures firm, positive contact over long periods 

Candle sockets for fixture manufacturers xcill he found on page 6, Section A. 

C-H Porcelain Pull-chain Type 

This switch is entirely enclosed in a heavy porcelain shell and is provided with No. 18 B & S 
stranded rubber-covered "wire leads 5-inches long. It is equipped with a short chain and six feet of 
black cord. The chain and cap nut are brush brass finish. 



Catalog 
No. 


Capacit,v 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•714!) 


1 


6 


(12,-) 
\250 


With 5/16 inch stem 


10 


100 


20 


$ .65 


C-H Shallow Rotary Type 

These switches are for use in very shallow canopies. The base is made of porcelain. Switches 
are provided with No. 18 B & S stranded rubber-covered wire leads 6-inches long. The 
standard finishes are brush brass and nickel. The brush brass will be furnished unless otherwise 
specified. 


Catalog 
No. 


Capacity 
.Amps. 


Volts 


Description 


Unit 
Pkg. 


Std, 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•7143 
•7144 




3 
1 

3 
1 




12r, 
250 
125 
250 


With 3 '16-inch stem for sheet metal 
With 9/16-inch stem for cast metal 


20 

20 


100 
100 


7 

8 


$ .60 

.60 



C-H Shallow Toggle— Canopy Type 

The following switches have an exceedingly shallow l)ase yet ruggedness is not sacrificed. 
C-H engineers have provided an ingenious design in switcli construction which will give operating 
service and dependabihty— sevei al times that required of them under ordinary use. 

The base is made of high graile C-H Thermo])lax, a cold moulded material noted for its strength 
and moisture-proof quaUties. Switches are jirovided with stranded rubber-covered wire lead.s 
6-inches long. The standard finish is brush brass. However, any finish desired can l)e furnished 
and prices will be quoted on apphcation. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Stil. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7126 
*7128 
*7130 


f3 
11 

11 
/3 
\1 


1125 
1250 
/125 
1250 
/125 
\2,50 




20 
20 


100 
100 
Prices o 


« 
10 

n appllcat 


$ .70 

.70 

ion 



C-H Shallow Toggle— Utility Type 

These switches are identical in construction with those listed under Shallow Toggle-Canopy 
Type above except that soldering lugs are provided in place of wire-leads. The standard finish 
is brush brass. However, any finish desired can be furnished and prices will be quoted on apph- 
cation. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7125 
*7127 
*7129 




3 
1 
3 
11 
13 
11 




125 
230 
iM 
250 
125 
[250 




20 
20 


Prices o 

100 
100 


n applicat 

10 
11 


Ion 
$ .70 
.70 



NOTE— Switches with indicating plates can be furnished. Prices on application. 
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C-H Flush Switches 

C-H Pony Toggle Type 

The C-H Pony Toggle Switch was designed primarily for use on small motor-driven machines 
(1/8 H. P. and under). However, its small size and neat appearance makes it suitable for other 
uses such as on tabulating machines, battery chargers, floor polishing machines, to control mag- 
netic contacts and many other applications of similar type. It has a high rating for its small size, 
and has exceptional wearing qualities. 



Cat.ilog 
No. 


Capacitj' 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


♦7210 




/125 


Single pole, moulded button with 














\250 




Bulk 


100 


11 


$ .45 


♦7228 


[6 


/12.5 


Single pole, metal button has 












\3 


\250 


black lacquer finish — without 


















Bulk 


100 


11 


.45 


♦7214 




/12.-) 


Three-way, moulded button with 












{? 


\2.'->0 


mounting ears 


Bulk 


100 


11 


.52 



C-H Pony Toggle Switch Plate 

This plate is designed particularly for Nos. 7210 and 7228 Pony Toggle Switches above. 



Catalog 
No. 


No. of 
Gangs 


Gauge 
of Brass 


Finish 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


7216 


Single 


.0.32 


Polished nicke] 


25 


100 


7 


$ .10 







C-H Pendent Switches 

C-H Brass-Shell Pendent Switches 



The same quick make-and-break mechanism used in other C-H Sockets and Switches is used 
in this pendent switch. It is positive in action and has a high current-carrying capacity. Standard 
finish is brush brass. 



Catalog 

No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


•7007 




6 
3 




125 
250 


Single-pole, brass shell pendent 


10 


100 


12 


$ .50 



C-H Porcelain Pendent Switches 

Pendent Switches Nos. 7000 and 7010 are made of porcelain. One screw fastens them tightly, 
and makes wiring a simple matter. The switch mechanism is fastened to one side. Nothing to 
fall out or get lost. Large space above the mechanism for the wires. Colored buttons indicate 
whether current is "off" or "on". Standard finish is gray. 



Catalog 


Capacity 






Unit 


Std. 


wt. Lbs. 


List 


No. 


Amps. 


Volts 


Description 


Pkg. 


Pkg. 


Std. Pkg. 


Price 


♦7000 


/6 


/125 


Single pole, porcelain pendent 


10 


100 


26 


$ .50 






1250 












♦7010 


ho 


/125 


Single pole, porcelain pendent 


10 


100 


40 


.70 




\5 


\250 











♦Listed as Standard by Underwriters Laboratories. 




C-H 7010 
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C-H 7140 
Mulli-Po.sition Switch 




C-H 7i;« 
Kadio Toggle Switcli 




C-H 8008 
Heavy Duty-Switcli 




C-H 7270 
Safety Switch-Box 
(Tliermostatic Overload) 




Showing C-H 72; 
With Cover 
Removed 



C-H Utility Switch 

for concealed mounting 

C-H 7140 Multi-Position Switch 

Thi.s svpitch was designed primarily for use with small fans where it, is desired to have 
two speeds, with an "off" position. It can also be applied to radio battery eliminators 
and other such equipment, within its capacity. 

The popular one-hole method of mounting is used. The mechanism therefore, is con- 
cealed, leaving onlv the neat appearing, nickel plated lever and hexagon nut exijosed. 

The mechanism" is truly C-H. It is simple and sturdy, giving maximum wear with 
minimum trouble. The large brass connections afford easy wiring and insure good contact. 



Catalog 
No. 


Capacity 
.4mps. 


Volts 


Description 


Unit 
Plcg. 


Std. 
Pkg. 


Wt. Lbs. 
•Std. Pkg. 


List 
Price 


7140 


u 


/12.T 

\ 24 




100 


300 


42 


$ .60 



C-H Radio Switches 

The C-H Radio Toggle Switch 

A popular radio switch design — combining in an easy mounting, one-hole switch, 
I he convenience of toggle switch operation. Requires very little space behind the panel. 
Metal parts are furnished in nickel. ^ i. i • i 

Smooth and quiet operation is accompUshed by the large, fan-shaped contact, which 
is operated by the toggle lever. A black aluminum lettered plate indicates whether open or 
closed. Packed in orange and blue boxes, ten boxes to an attractive display carton. 



Catalog 
.Mo. 






Unit 


Std. 


Wt. Lbs. 


List 


Rating 


Description 


Pkg. 


Pkg. 


Std. Pkg. 


Price 


71.3.5 


One .\nip. 


C-H R.adio Toggle Switch 


10 


100 


5 


t .60 




at 110 volts 













The C-H Heavy Duty Radio Switch 

The original radio .switch with the long life mechanism. Only one hole need be drilled 
tor mounting. The switch mechanism is enclosed in a dust proof fil)re case. The C-H pat- 
ented floating contactor construction insures perfect contact at all times. Touching the 
l)utton or jarring the set does not affect the contact nor introduce microphonic noises even in 
the most sensitive circuits. Large, self-cleaning brass contacts assure positive connections 
over a long period. Lugs included for making soldered connections. Metal parts furnished 
in nickel. Packed in orange and blue boxes, 20 boxes to the display carton. 



Catalog 
No. 


Rating 


Description 


Unit 
Pkg. 


.Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


S008 


3 amps at 110 
volts 


C-H Heavy Duty Push and 


20 


100 


12 


$ .60 



C-H Safety Switch-Box 

(Thermostatic Overload) 

Designed for use with 1/4 H. P., 110-1 15- volt, A. C. or D. C. motors only. Controls 
motor circuit and gives overload protection. Used principally as a starting and stopping 
switch and to prevent fuse blow-outs on washing machines and similar ai)pliances. 

Overload protection is obtained bv the thermostat principle. A bi-metallie grid carries 
the motor current. Heating of this grid causes distortion (due to the uneven expansion of the 
two metals) and advantage is taken of this distortion to operate a tripping mechanism. Il 
is rated at 4-1/2 amperes and will carry this current continuously, but will open on currents 
above this value. The standard overload will carry about 50 per cent excess current for a 
Iieriod of one or two minutes and will trip in le.ss than half this time if the overload is 
doubled. Switch has extremely rugged contacts for its rating. Conduit fittings on page VII. 



Catalog 
No. 


Rating 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


Voltage 


Amps. 


*7270 


110-115 


4-1/2 


C-H Safety Switch-Box 
( Thermostatic overload ) 


10 


fiO 


B.'i 


$ 2.50 



*Listed as Standard by Underwriters Laboratories. 
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C-H Utility Switches 

for concealed mounting 

[OF iTMM 




Showing the superior float- 
ing contactor construction 
of C-H utility switches 



C-H 7117 utility switch 
for concealed mounting 




On C-H 71 17 Length of Stem (A) is 5/16 inch; 
on C-H 7118 (A) is 9/16 inch, and on C-H 
7119 (A)is 1 inch. 




Quick action mechanism and self-cleaning, 
sliding contacts assure positive connection. 

A ready and convenient method of eontrolling electrically 
oj)erated devices is provided by ii.se of the C-H utility switch 
with canopy stem. The stem and lock-nuts serve as a means 
of concealed mounting, and necessitate the drilling of only 
one hole for installation. 

This switch can be used to good advantage on electrically 
operated devices such as blue-printing machines, meat 
(■hoi)i)ers, hat-cleaning machines, freezers, humidifiers, 
ironing machines, coffee mills, phonographs, moving-picture 
machines, ozonators, washing machines, buffers and polishers, 
kitchen mixers, advertising devices (electrically operated and 
electrically illuminated), magnetic chucks, electro-thera- 
jieutic ajiparatus, perforating machines, churns, cream 
separators, letter openers, adding machines, jewelers' lathes 
and numerous other machines that require a current con- 
sumption not in excess of the rating of the switch. 

The pull-and-push method of operation is used, and 
indicates whether the current is "on" or "off". The quick- 
action mechanism has sliding contacts which are self-cleaning 
and assure positive connection. 

For mounting on thin metal No. 7117, with 5/16 inch 
stem should be used, while for heavier metal, longer stems 
are necessary, Nos. 7118 and 7119 being suitable for this 
purpose. 

C-H utihty switches with steel casings, fibre lined are 
approved by the Underwriters' Laboratories if properly in- 
stalled with sufficient clearance for terminals, but inspection 
is necessary before approval can Ije secured. Standard finish 
is polished nickel. 



Switches With Steel Casings, Fibre Lined 




Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Ll)s. 
Std. Pkg. 


List 
Price 


•7117 


(1 


(250 






20 


100 


10 


$ .70 




Is 


1125 








100 


11 


.70 


•7118 


11 


/250 


With 9/16 inch stem. 




20 




15 


1125 








100 


13 


.70 


•7119 


11 


/250 






20 




15 


\125 
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C-H 7037 
Trigger Type, Tool 
Handle Switch in 
Handle of Klectrie 
Drill. 




C-H 7034 
Push Button Type, 
Too! Handle Switcli, 
Showing Removable 
Bvittona. 



C-H 7034 
Push Button Type, 
Too! Handle Switch 
in Handle of Tailor's 
Cutter. 




C-H Tool Handle 
Switches 

for concealed mounting 

These switches are designed to facilitate the control of electrically 
operated tools, making it possible for the user to open or close the 
circuit instantly wathout going to the socket or attachment plug 
for the purpose. They are particularly adaptable for convenient 
control of vacuum cleaners, soldering irons, vibrators, _ tailors' 
cutters, automobile spot-lights, and similar heating, lighting and 
motor-driven devices. 

The design is such that the switch can be located in the most 
convenient position on the handle of the device. They have ample 
wiring space to facilitate easy wiring. The mechanism is positive and 
quick in action and has ample current-carrying capacity. 



C-H Push-Button Type 

The push-button type, which is self-indicating, is enclosed in a 
fibre shell. Buttons can be removed and then replaced after the 
switch has been inserted in the tool handle, thus facilitating assembly. 

Standard length of push buttons is 1-1 1/.32 inches. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


t'nit 
I'kE. 


Stil. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


70:n 


\3 


112.-) 
\250 


.^'ingle pole, fibre 
shell with re- 
movable buttons 


20 


100 


o 


$ .43 



C-H Trigger and Toggle Types 

The toggle, ball-lever and momentary contact types afford other 
convenient methods of control, and are adapted for installations 
on various kinds of electrically operated devices. 

The switch mechanism used is new and highly efficient. .V 
heavy contact bar, rigidly mounted, makes and breaks contact 
thru two, heavy, wiping contact-type fingers. This heavy construc- 
tion allows the use of this switch for heavier current requirements 
than is ordinarily possililc with switches of this type. 

The rugged mechanism also insures longer ojjerating life. Positive 
contact construction together with the quick make-and-break 
feature provides a switch which is snappy in action and with ample 
current carrying capacity. 

Standard finish is polished nickel. 



Catalog 
No. 


Capacity 
.\inps. 


Volts 


Descripti(,n 


Unit 
Pkg. 


Rttl. 
Pkg. 


Wt. Lbs. 
St<l. Pkg. 


List 
Price 


*70:!9 




112.5 


Toggle switch .... 


2.5 


ion 


fi 


$ .50 






\250 












*70."i3 




f!2.-, 


Ball lever switch. . 


2.-) 


100 


(5 


.50 






\230 












*70:S7 


]l 


12.-, 


Momentary con- 








.55 




\3 


(230 


tact trigger switch. 


2.") 


100 


li 



*I.isted a& Standard by Underwriters Laboratories. 

NOTE: Manufacturer."! using these switches usually require special plate.s to 
meet their particular requirement. Therefore, no standard plate is carried in ftork. 
Prices will be quoted on application. 




C-H 7039 
Toggle Type, 
Tool Handle Switch 
Showing Switch in Closed 
Position. 




C-H 7037 
Momentary Contact, 

Tricger Type 
Tool Handle Switch 
Sliowing Switch in Open 
Position. 




C-H 70n9 
Bull T.ever, Toffgle Type, 
Tool Handle Switch. 
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C-H Appliance Switches 

Feed-Through Type 

C-H "Seventy-Fifty" Switches 




This is the famous C-H 70-50 switch now 
made entirely of bakelite and containing 
several outstanding and important improve- 
ments. Attached to the cord of any appliance 
it |)rovides (ru- convenience in current 
control. 

The switch mechanism is fastened to one 
side of the bakelite body for convenience in wiring, is ex- 
ceedingly rugged, and will operate satisfactorily for many 
years on a load as high as 660 Watts. This new design is 
excellent in appearance, formed to fit the hand and is so 
light in weight that it makes the appliance on which 



it is used very easy to handle. Switches can be 
furnished in either of two beautiful lustrous finishes 
— natural brown or black bakehte. 

The operating buttons tell at a glance whether 
the current is "on" or "off". In addition, the tip of 
the red button is notched which indicates to the 
touch whether the switch is "off". Buttons are not affected 
by heat. 

Ample wiring room together with extra long wiring 
screws and permanent assembly screws make the new 70-50 
unusually easy to wire. Packed in attractive orange and 
blue display cartons. 



Black or Natural Brown bakehte — Unless otherwise specified furnished in Black bakelite. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
i'kg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7050 




(125 


CoiTiplete TO-.W Switch 


10 


100 


15 


$ .50 






\2. 0 










C-H 7044 



C-H Brass-Shell Feed-Through Switch 

The mechanism of this switch is the well-known C-II "hill and valley" movement used 
in many C-H Wiring Devices. The bra.ss shell body is finished in poHshed nickel to match 
the nickel-plated finish on electrical appliances. 



Catalog 
No. 


Capacity 
Amps. 


\'olts 


Description 


Unit 
Pkg. 


St.1. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7040 




|125 
1250 


Complete Feed-Through switch 
nickcl-philed, bru.ss .shell - . , . 


10 


50 


7 


$ .SO 



C-H Three-Heat Switch 

The C-H Three-Heat Switch is designed for appliances having two circuits, particularly 
heating pads. Notched buttons indicate to the touch whether high, medium, or low is being 
used. The buttons are made of condensite which is not affected by heat. 

Standard finish is ijolished nickel over the brass shell. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*7044 




1125 
\230 


Complete, three-heat switch, 
nickel-plated, brass shell . . . . 


10 


50 


1.3 


$1.00 



*!isto(l as Standard by Underwriters Laboratories. 
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C-H Appliance Switches 

Feed-Through Type 




C-H Switch Plug 



Designed to permit the user of electrical 
appliances to break the circuit without de- 
taching the cord, the C-H switch plug is a 
combination connector and switch. The 
connector fits all makes of heating appU- 
ances. The switch mechanism is the noted C-H 
rugged, quick make-and-break construction. 





Showing the switcli niccluinism, fastened to 
one side of tlie bod.v for easy wiring and the 
prong termin.ils. The prong terminals will fit 
all prongs regardless of make, shape or con- 
dition.Steel bands hold cUps tightly on prong. 

The casing is made of Thermoplax heat- 
proof insulating material, and is shaped so 
it does not interfere with the guards placed 
on some appliances. Light and dark-colored 
buttons, also made of heat-proof insulating 
material, make the C-H .switch i)lug self- 
indicating. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


*70ol 


1.3 


'12') 
\2.50 




10 


50 


13 


t .80 




Exploded view .'allowing in- 
genious switch mechanism, 
which is securely fastened 
to one side of the switch 
for easy wiring. 



C-H Combination Pendent Switch and Receptacle 

This device is designed for use with kitchen or similar lighting units where it is desirable 
to have a pendent switch in combination with a pendent receptacle, the switch controlling 
the lighting unit, but being entirely independent of the receptacle. In addition to being a 
very convenient household device, this combination has a very wide application in factories, 
where the switch is used to control the lighting unit and the receptacle is used with ex- 
tension cords, soldering irons, fans, extra lights, etc. 

The device permits the lamp to be switched "on" or "off" without interfering with the 
operation of the electric flat iron or other apphance plugged into the receptacle. 

Made of moulded Thermoplax, the device is neat in appearance, and the receptacle is 
designed to take the blades of standard, polarized or tandem blade attaching caps. The 
switch mechanism is the same rugged type used in many other C-H Wiring Devices; it 
has the high capacity of 6 amperes, 125 volts, and is quick make-and-break. 



Catalog 
No. 


Capaeit.v 
Amps. 


^'olts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 






/I2o 
[250 


Combination Pendent Switch 


10 


50 


10 


$ .75 



♦Listed as Standard by Underwriters Laboratories. 
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Features of C^H Automobile 
Lighting Switches 



C-H automobile lighting switches provide ,1 positive 
:ind convenient method for controlling all lights such as 
head lights, spot light, parking light, dome light, running- 
board light, fender light, etc., as well as aU other electrical 
accessories. They are neat in appearance and do not in 
any way detract from the appearance of the dashboard 
or upholstery. 

The complete line has been laid out for maximum 
convenience for the manufacturer, wholesaler, accessory 
dealer and car-owner. 

The manufacturer can use these switches as standard 
equipment to very good advantage. The high-grade 
finish insures good appearance while the convenient 
mounting arrangement decreases in.stallation and wiring 
cost con.siderably. 

For the wholesaler and accessory dealer these switches 
are conveniently packed in cartons, properly labeled 
and packed in standard or unit i)ackages. 



For the car-owner, the ease of installation combined 
with the rugged design and attractive appearance proves 
a big help in the sale of the.se switches. 

The one-hole mounting smtch is the most convenient 
switch on the market, both from the standpoint of ease 
of installing and connecting. 

C-H automobile Ughting switches are built to with- 
stand the hard service encountered in automobile use. 
The switching mechanism will withstand a maximum 
number of operations, and is so arranged that it is not 
affected by vibration or jarring. The contacts are heavy 
enough to carry any current that might be encountered 
in automobile service. All polished parts are heavily 
nickeled and lacquered, thereby insuring that such parts 
will not become rusty or tarnished after a short period of 
use. 




One Hole Switch 

One Hole Mounting. Only one 
hole is necessary to mount this 
switch on the dash. No bothersome 
measurements. No screws needed. 
- Simply drill the hole, insert the 

lyl^ll switch, adjust the hex nut against 
'"'^ the rear of the dasH, and fasten the 

knurled nut on the front. 

Patented Floating Contactor Con- 
struction. This feature eliminates flickering. The 
"cone-center" over which the floating mechani.sm 
rides, gives positive make-and-break contact either 
"on" or "off". The contacts are self-cleaning. 

Slide Button Switch 

Construction. The entire mechanism 
of this switch is encased in a Thermoplax 
body and the front under-plate riveted 
on. No adjustment is necessary. The 
button is made of moulded insulation and 
finished in ebony black. 

Compact. Its comi^actness and 
shallow construction makes it especially 
suitable for closed cars, because the necessity f in- 
deep recesses in the pillars is eliminated. 





Standard Push-Pull Switch 

Switch Mechanism. The me- 
chanism is the same as that used 
in the one-hole switch described. 

Small and Compact. Its small 
size recommends it where space 
is limited. Its compactness lends 
admirably to gang installation. 
Two or more switches with flush 
plates to correspond can be arranged in gangs, as 
shown in the accompanying illustration. 

Toggle Switch 

One Hole Mounting. Only 
one hole is necessary to mount 
this switch on the dash. 

. Large Fan Shaped Contacts. 
These fan shaped contacts are 
self-cleaning and make possible 
smooth, quiet operation. 

Compact. The small size 
and compactness of the C-H toggle switch makes it 
desirable for cars where space is at a premium, yet 
large screw terminals make for easy and quick 
wiring. 
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C-H 711.) 




C-H 7133 




C-H 7462 




C-H 74r.O 
Switch with 
C-H 7461 Plale 




C-H 7195 



C-H Automobile Switches 

The C-H "Standard" Line 

C-H Heavy Duty, Automobile Switches — "One Hole" Mounting 

Easy to install — drill only one hole, adjust and tighten the screw collars, and make the electrical connections 
— no measurements or screws needed. Madn with three lengths of stem for different thicknesses of dashboards, 
Xo. 7106 being especially suitable for metal, and No. 7116 for wood dashboards — standard finish is polished 

"^''standard package price will be allowed on an assortment of thes3 switches, equivalent to 100 switches (in 
unbroken unit packages). 



Catalog 
So. 


Capacity 
Amps. 


Volts 


Description 


Unit 

Plvg. 


Std. 
PI<E. 


wt. Lbs. 
Std. Pkg. 


List 
Price 


7106 


10 


24 


With .")/16 inch long stem 


30 


100 


12 


$ .70 


711.'> 


10 


24 


With 9/16 inch long stem , ... 


30 


100 


13 


.70 


7116 


10 


34 


With 1 inch long stem 


20 


100 


14 


.70 



Note: These switches are identical to the one.s listed under Utility Switches bearing Catalog Numbers 
7117. 7118 and 7119. 

The Underwriters' Laboratories have no standard for 24 volt rating. Consequently, the 10 ampere rating 
is not an Underwriters* Laboratories standard rating. 

C-H Automobile Toggle Switches — "One Hole" Mounting 

.\ flip of the operating lever turns the current "on" or "oft". It can be operated by the finger, arm, knee 

Largo fan-shaped contact. One hole to mount. A single knurled nut fastens it tightly to dasli of any thick- 
ness. Stem made in two lengths, 9/16 ipch and 1 inch. Short-proof. Large screw terminals for easy wiring. 
Standard finish is polished nickel. 

Standard package price will be allowed on an assortment of these switches, equivalent to 100 switches 
{in unbroken unit packages). 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


I,ist 
Price 


7133 
7136 


5 
5 


24 
24 


With 9/16 inch long stem 


20 
30 


100 
100 


6 
7 


$ .50 

.50 


C-H Shallow Auto Toggle Switches 

The many desirable features embodied in this switch make it very useful in the control of dome lights, 
etc. It is exceptionally small and shallow, so that it can be installed ea.sily in the pillar of the body. Tho 
button has rounded edges and protrudes but little, which lessens the possibility of delicate garments catching 
on it. it is inexpensive, built for long wear, and designed to insure positive contact at all times. 


Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price. 


74B3 
7463 


5 
5 


24 
24 




Bulk 
Bulk 


100 
200 


7-1/2 
9 


i .35 
.70 



C-H Slide-Button Switches 

The shallow construction of thes' switches makes thorn particularly suitable for closed automobiles because 
thr> necessity for deep recesses in the pillars is eliminated. The black slide button and nickclcil plate harmonize 
with the upholstering and makes a neat installation because the button protrudes but little from the plate. 

Standard finish of plate is polished nickel. 



Catalog 
No. 


Capacity 
Amps. 


Volts 


Description 


Unit 
Pkg. 


Std. 
Pkg. 


Wt 
std 


Lbs. 
Pkg. 


List 
Price 


7460 


5 


24 




20 


100 




7 


$ .44 


7461 








20 


ion 




3 


.12 


7470 


5 


24 




20 


100 




7 


.60 



C-H Automatic Door Switches 

Made for the control of interior lights, these switches are automatically operated by the opening and closing 
of the automobile door, being installed in jamb side. Single pole, spring operated. Flush plate is black enameletl 
brass. The button is plain brass. Plate and button can also be supplied in polished nickel finish at no extra 
cost. Unless otherwise specified the black enameled plate and brass button will be furnished. 



I 



Catalog 
No. 



719.5 



Capacity 
Amps. 



Description 



With flush plate and strike 
plate 



Unit 
Pkg. 



Std. 
Pkg. 



Wt, 
Std, 



Lbs. 
Pkg. 



List 
Price 



$1.00 



See Page D-11 for special features of the switches listed on this page. 
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C-H 8101 




C-H 8102 
with C-H 8112 
Plate 




C-H 8102 




C-II SI 12 



f 



C-H Automobile Switches 

The C-H "Standard" Line 

In addition to the compact design, positive contact mechanism and 
sturdy construction, the C-H "Standard" Line has the high rating of 
10 amperes at 24 volts. Owing to the ample proportions of the current- 
carrying parts, there is practically no potential drop, which is an espe- 
cially desirable feature on low voltage systems. Contactor floats on 
operating shaft, so that vibration and side strain will not cause the 
lights to flicker. 

C-H Switches Without Plates 

The standard-package discount will be allowed on an assortment 
(in unbroken unit packages) equivalent to 100 single switches. Push 
buttons and knurled nuts are finished in nickel. 



Catalog 


Capacity 






Unit 


Sttl. 


Wt. Lbs. 


List 


No. 


Amps. 


Volts 


Description 


Pkg. 


Pkg. 


Std. Pkg. 


Price 


7100 


10 


24 


Single pole switch only. 


20 


100 


10 


$ .56 


7170 


10 


24 


Three-way switch only. 


20 


100 


10 


1 .00 


7172 


10 


24 


Gang of 2 single pole 
















switches only 


10 


50 


10 


1.12 


717,3 


10 


24 


Gang of 3 single pole 
















switches onlv 


0 


30 


10 


1.68 


7174 


10 


24 


Gang of 4 single pole 
















switches onlv 




2.^ 


n 


2.24 


7101 


10 


24 




20 


100 


1 1 


.64 



C-H Struck-Up Plates 

The standard finish is polished nickel. Unit-package (juantities of 
jiliites are the same as those for corresponding switches. 



Catalog 
No. 


Description 


Width 
Inches 


Height 
Inciies 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg 


List 
Price 


7101 


For 7100, 7170 and 7191 single 














gang switches 


1-5/16 


2-9/32 


100 


4 


$ .14 


7Ii;2 


For 7172 gang of two switches. 


1-3/4 


2-9/32 


50 


4 


.24 


7103 


For 7173 gang of three switches 


2-1/2 


2-9/32 


30 




.36 


7104 


For 7174 gang of fonr switches. 


3-1/4 


2-9/32 


25 


3 


.4S 



C-H Toggle Switches 

These switches have been designed to withstand unusually severe 
service on busses, trucks and motor cars. They will positively withstand 
excessive vibration without permitting lights to flicker. Where more 
than one switch is used in the same gang, common terminals are con- 
nected with a bus bar thereby reducing the number of wiring connections 
necessary. 

The standard finish of plates is polished nickel. Plates can be 
supplied with any lettering or finish desired. Prices on apphcation. 



Catalog 


Capacity 






Unit 


Std. 


Wt. Lbs. 


List 


No. 


Amps. 


Volts 


Description 


Pkg. 


Pkg. 


Std. Pkg. 


Price 


8100 


10 


24 


Three-way switch only 
















— Two "on" and one 
















"off" position 


20 


100 


10 


$1.00 


SlOl 


10 


24 


Single pole switch only. . 


20 


100 


9 


.75 


8102 


10 


24 


Gang of 2 single pole 


















10 


.50 


S 


1.50 


8lo:i 


10 


24 


Gang of 3 single pole 
















switches only 


10 


50 


13 


2.2S 


8104 


10 


24 


Gang of 4 single pole 
















switches only 


10 


.-,0 


16 


3.00 


8105 


10 


24 


Gang of 5 single pole 
















switches only 


10 


,-0 


20 


3.75 


Sill 






Plate for 8100 and 8101.. 


20 


100 


4 


.20 


8112 






Plate for 8102 


10 


50 


4 


.40 


8113 






Plate for 8103 


10 


50 


6 


.60 


8114 






Plate for 8104 


10 


.-0 


8 


.80 


8115 








10 


.-0 


10 


1.00 



NOTE — CJanga including the three-way switch can be supplied. Prices on application 
Assortment of these switches in unbroken cartons permitted to obtain standard 
package price. 




C-H 7160 
Single-Polo Switch 
with C-H 7161 
Flush Plate 




C-H 7160 




C-H 7172 
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C-H 7062 
Triple-Pole Remote-Control 
Switch 




C-H 7066 
Push-Button Control Switch 
with Flush Plate 



C-H Remote-Control Lighting 

Switches 

Magnetically Operated — Mechanically Locked 

C-H Remote-Control Lighting Switclies are designed to open and close lighting 
circuits located at a distance from the operating switch or switches. The main switch is 
opened and closed by electromagnets and controlled by one or more push-button 
switches which are normally in the open position and remain closed only when held 
by the operator. No current is used when the switch is closed because it is mechanically 
held by a latch which is tripped when the opening coil is energized. A wiping effect 
given to the contacts every time the switch is closed keeps the surfaces clean and in- 
sures good contacts. 

The dimensions of the switch permit its installation in a standard wall box, the 
depth from the face of the slate panel being only 3-7/8 inches. 



Cat. 
No. 



*7060 
*7063 
*7061 



*7062 
t*7065 



Rating 



Amps. 



125 



/lOO 
ISO 



/lis 

1230 



/ 115-230 
\ 115-230 
On 3- Wire 
Systems 



\. C. 



Amp.s. 



flOO 
\50 



flOO 
1100 



Volts 



/no 

\220 



/ I 10-220 
\ 100-220 
On 3- Wire 
Systems 

106-t220 



iJescription 



Single pole, D. C. . . 
Single pole, A. C... 
Double poles D. C. 

Double pole, A. C . 



Triple pole, D.C., 
Triple pole, A. C. 



Wt. Lbs. 
Boxed 



20 
20 
21 



23 
23 



T.ist 
Priee 



$30.00 
30.00 
38.00 



46.00 
46.00 



tCannot be used on 220-volt three-phase systems, 
♦lasted as Standard by Underwriters Laboratories. 

Specify voltage and frequency when ordering. Alternating-current switches furnished 
for 25 or 60 cycles. 

Each catalog number includes the remote-control switch complete, with one, two- 
circuit momentary-contact push- button control switch C-H 7066 and one flush plate. 
Deduct $2.00 from list price when switch is supplied without push-button control 
switch. E-xtra push-button control switches are $2.00 hst each. 

Push-button control switch C-H 7067 is arranged for locldng; list price, $3.60 each. 

Standard finish of the contacts is polished copper; the mechanism and slate base are 
(lull black. 






Profile and Front Views of Single-Pole Switch Front View of Double-PoIo Switeh 



Front View of Triple-Pole Switcli 
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C-H Remote-Control Lighting Switches 

Magnetically Operated — Mechanically Locked 



The C-H Remote Control Switch is especially adapted 
for use in large buildings, libraries, theaters, halls, stores, 
residences, etc., where control is desired from a central 
point of some or all of the hghting circuits of a certain 
floor or particular section of the building. 

The switch can be operated from a distance by ordinary 
push-button or snap switches one for each operating coil. 

However, normally opened switches are recommended 
and are furnished by us as standard. The switch can also 
l)e used with a t-wo-circuit time-clock switcli. This makes 



it possible to switch on all the lights simultaneously — 
an invaluable service in fire, burglar and other emergencies. 
Its convenience can be increased, when desired, by ar- 
ranging for the operation of the same switch by a number 
of control switches located at different points in the 
liuilding. 

The capacity of the C-H Remote Control Switch is 
sufficient for taking care of a large number of lighting 
circuits, one common method l)eing to control all branch 
circuits of each distributing panel by means of one switch. 



SECOM nooR 




. REMOTE 

Control switch 



FIRST FLOOR 



C-II lleniote-Control iSwitnh Controlling All Circuits on One Floor 




AUDITORIUM 



OlSTOIBu T/fvG 

PA net 

\ 



SAS£MfA/r 



iNCQMiNC seavict J 
swtx:h board — J 



Wiring Connections 
For Rpmot.e-Control 
.Switches Equipped for 
Push-But ton Operation. 




UM9 

Double Pole Switch 




Triple Pole Switch 



C-H Uernote-Cdntrol Switch on Stage Distributing Panel, with Single Pole Switch 

Control Switcti in Box Office of Theater 

Dimensions :ini! Connections Are the Same for Either Direct or Alternatin'; Current Switches. 
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Convenient 





UNIVERSAL 



automatic control 
for closet lights 



C-H Door Switches 

Door switches instead of being used as occa- 
sional refinements as formerly are now recognized 
as being as important as the standard wall 
switch. They not only provide a convenience 
for the control of such lights as are used in closets, 
booths or other rooms, but because they are 
automatically operated by the closing and open- 
ing of the door, provide an actual economy 
through allowing the use of the current only 
when required. 



Two Types Made 

C-H Door Switches are made in two types; one 
in self-contained box and the other called the 
Universal, being designed for use in any stand- 
ard door switch box. They are for installation 
in the jamb of the door. C-H Switches have the 
full single lighting circuit capacity — 6 amperes 
and therefore may be used for controlling one 
lamp or a number. 

Switches Nos. 7240 and 7245 are so designed 
that the light is switched on when the door is 
opened and extinguished when the door is 
closed. This type of switch is suitable for in- 
stallation in clothes closets, linen closets, pan- 
tries, entrance halls and vaults — in short in any 
locality where it is desirable to have a light 
switch on when one opens the door and extinguished when the door 
is closed. 

Switches Nos. 7241 and 7246 are designed to 
switch the light on when the door is closed and 
to extinguish it when door is opened. This type 
of switch is used principally in connection with 
telephone booths, toilets, etc., — that is to say 
in any location where one would naturally close 
the door after entering. 

The switch at the left is the Uni- 
versal type and may be installed in 
any door switch outlet box. 

The switch at the tight is the self- 
contained type mounted in an ap- 
proved box designed for the reception 
of an armored cable circuit. 




C-H 7240 
C-H 7241 




Automatic Door Switches 
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C-H 7632 



C-H Plates 



Brush-Lac is a lacquer finish, which resembles brush brass. It has 
an attractive appearance, durable finish and costs considerably less than 
many other finishes. 

Brass mounting screws for mounting are packed in the carton with 
vM;h plate. 

For Flush Receptacles 
Struck-up Plates 



Cat. 
No. 


No. of 
Recep- 
tacles 


Brass 
Gauge 


Finish 


Unit 
Fkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


7644 
7641 
7722 
7649 


Single 
Single 
Duplex 
Duplex 


.040 
.040 
.040 
.040 


Brush Brass 
Brush Lac 
Brush Brass 
Brush Lac 


25 
25 
25 
25 


100 
100 
100 
100 


17 
17 

22 
30 


$ .14 
.10 
.14 
.10 


For 3-Wire Flush Receptacles 
Furnished in Brush Brass Only 


Cat. 
No. 


Description 


Unit 
Pkg. 


std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


7657 


Single. Struck-up, .060 gauge, with- 
out lid, brush brass, for use with 
C-H 7666 


10 


100 


20 


» .18 


7858 


Single, Struck-up, .060 gauge, with- 
out lid, brush brass, for use with 
C-H 7667 


1 


5 


2 


1.00 





















Cat. 7657, size of plate 4-1 /2'x2-3/4'. Cat. 7658, size 4-l/2'x4-9/16"'. 

For Flush Switches 
Struck-up — Furnished in Brush-Lac Finish Only 



Cat. 
No. 


No. of 
Switches 


Brass 
Gauge 


Type of 
Opening 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


7211 


Single 


.040 


For Pushbutton 








» .10 








25 


100 


18 


7267 


Single 


.040 


For Toggle Switch 


25 


100 


18 


.10 


7268 


2-Gang 


.040 


For Toggle Switch 


10 


50 


15 


.20 


7269 


3-Gang 


.040 


For Toggle Switch 


10 


30 


14 


.30 


7076 


Luminous button used in place of 








.25 






12 


96 


2 



For Two and Three Circuit Flush Switches 
Struck-up — Furnished in Brush Brass Finish Only 



Cat. 
No. 


No. of 
Switches 


Brass 
Gauge 


Type of 
Opening 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


7632 


Single 


.040 


For 2-lever Tog- 








f .14 






gle Switch 


2 


10 


3 


7633 


Single 


.040 


For 3-lever Tog- 








.14 






gle Switch 

* — 


2 


10 


3 



Composition Flush Plates 
For Two and Three Circuit Toggle Switches 

These plates are a phenol-resin plastic and are furnished in a beau- 
tiful dark mahogany brown finish only. 



Cat. 
No. 


No. of 
Switches 


Brass 
Gauge 


Type of 
Opening 


Unit 
Pkg. 


Std. 
Pkg. 


Wt. Lbs. 
Std. Pkg. 


List 
Price 


7612 


Single 




For 2-lever Tog- 








i IS 




gle Switch 


2 


10 


4 


7613 


Single 




For S-Iever Tog- 








.15 






2 


10 


4 




C-H 7211 




C-H 7267 




C-II 7641 




C-H 7722 
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Where no other heat 

will reach 



^ ^ 0 





Dimensions of the C-H 
Electric Space Heater. 




Use cleaUf safe 

electrical heat 

Heating watchmen's houses, crane cabs, elevator 
cars, — any isolated enclosures impossible to pipe for 
steam or gas, drying rooms, ovens, and for applying 
heat in controlled amounts at specific points in 
manufacturing processes — ^just a few of the hundreds 
of uses where C-H Space Heaters can be used. 

Where steam or gas heat won't reach, C-H Electric 
Space Heaters are handy, economical. Just two feet 
long, compact and slim, they fit in places too small 
for other type heaters. Used singly, in pairs, or 
groups they supply any desired amount of heat — 
anywhere. 

Many users buy them by the box and have them 
always on hand for those innumerable uses which 
arise unexpectedly and must be met promptly. 
They are packed in convenient unit packages of 
ten, for easy handling, stocking and shipping. 
Also sold singly. 



The C-H Dictionary of 
Uses shows 125 appli- 
cations where these 
Heaters are proving eco- 
nomical. Write for 
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C-H Improved Space Heater 




A Few of the 
Many Uses 

In steel plants 

For crane cabs 

For watchmen's houses 

For elevators 

For heating garages 

To prevent freezing of com- 
pressed air 

For protecting water supply 
lines 

In sump pits 

For heating aeroplane hangars 

For protection of large fire ex- 
tinguishers 

For protecting fire plugs against 
freezing 

For electric locomotives 

For oil switches 

For high tension lightning ar- 
resters 

Eliminating moisture 

Heating vaults 

Preventing formation of ice 

Keeping precise instruments 
warm 

In watch adjusting rooms 
Drying foundry molds 
Keeping bees warm 
For heating pipe organs 
Keeping frost from shop win- 
dows 

Keeping compounds fluid 
Moulding bakelite products 
Blue print and laundry driers 
Keeping chickens warm 
Keeping moisture out of salt 
For hotbeds 



Lower Price 
Improved Design 
Greater Heating Efficiency 



The C-H Improved Space Heater solves the heating problems in scores of 
industrial plants and factories. It can be employed efficiently wherever elec- 
tric heating is used — and its applications are legion. 

The heaters are flat with the heating element in a raised portion. The re- 
sistance coil is completely filled with and imbedded in an improved refractory 
material, which greatly increases the heating efficiency by providing for better 
insulation of the element and quicker radiation of the heat. 

It is two feet long and easily installed. May be used singly, in pairs, or in 
•groups, according to the amount of heat desired. 

Each heater has a capacity of 500 watts. 

The frame is insulated from the connection screws by large discs of mica. 

THE HEATER OF 125 USES 

The new C-H Space Heater has 125 proven uses. New uses are being dis- 
covered daily. 

It is ideal for crane cabs, watchmen's houses, foot warmers, garages, sprinkler 
system valve houses, japanning and drying ovens, detached buildings, keep- 
ing frost from windows — wherever clean, safe, and convenient heat is needed. 



Catalog 


Capacity 




Length 


Unit 


Std. 


Wt. Lbs. 


List 


No. 


Watts 


Volts 


Inches 


Pkg. 


Pkg. 


Std. Pkg. 


Price 


33.57 


500 


100-12.5 


24 


10 


50 


100 


$ 2.00 


33.58 


500 


210-250 


24 


10 


50 


100 


2.00 



•Supersedes issue January, 1928 
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